YAESU 


The radio 


AIR BAND TRANSCEIVER 


FTA-720 
Operating Manual 


ot56e 
» GOOO®@ qq 
P| @ O @ @ @& J/a 


CONTENTS 


Control & Connectors 
VO Pate lsc. <Sencantepotanesatassiesvastecdenschsdusensevetsevecediviecacteteas® 
Front Panel... 


How to Install the Quick Draw Clip... cece eeeeeseeeeees 
Installation of FNB-80LI Battery Pack .0..... eee 
Battery Charging 
Installation of FBA-23 Alkaline Battery Case............... 10 
Low Battery Indication ........ccccececessesseeseeseeseeeeeseeeeeeesees 
Basic Operation............. 
Preliminary Steps........... 
Operation Quick Start.... 
Squelch Adjustment... ccecceeeeeseeeeeeeereeeeeeeeees 
Accessing the 121.5 MHz Emergency Frequency........... 14 
Tuning Methods .icccsesceessacissasscsccs aasteievaseviarsasascesctecs 14 
TraNSMisSiON.........ceesseecseeeceseseeeceececeecseeeceeceeseeateetaeeesenees 
Reception of Weather Channel Broadcasts... 
IMOnItOr IRGY. 2 sistsistetrinisvy cra siatiei einen tonnes 
ANL (Automatic Noise Limiter) Feature «0.0.0.0... eee 17 
ROCK PURCHON ssi dase diantesunninran cui teacs 18 
Beep On/ OM. cds sesdcxssns conneotesscesecsdesesnssecenacesansbatsdvtasckeededs 18 
Receive Battery Saver Setup ..........cccccceseeseeseeseeeeeeeeees 19 
Memory Operation ...........2...:::cccceeeseeeeeeeeeeeeeeeeeeeeseeeees 20 
Memory System Operation... ceceeecseseeeereeeeeeeeeeeeee 20 
Memory StOrage:.s..:5.:sssssicsesiessestevteassasestesssseesnetnssazenosnsss 20 
Recalling the: Memories «2... cpensiesseseconete cavateaseoerossuanateceeey 21 
Memory Offset Tuning 
Deleting Memories ..........cceeeseeseeseeseeseeseeseeseeeeteesseeneenees 
Home Channel Memoty ..........:cccscesceeseeseeseeseeeeeseeeeeeeeees 22 


Scanning Operation .........ccccccesesseeeeeeeeeeeeeenseeeenees 
Basic Scan..........:eceeeeeeee 
Channel-Skip Scanning 
Programmable (Band Limit) Memory Scan (PMS) ........ 24 
Dual Watch Operation ........2...:::ccsseeceeeeeeeeeeeeeeeeeeeeeees 
Priority Dual Watch Operation 
Spectrum Scope Monitor..............::00+ 
VOR Navigation (AIR Band).................- 
To Select the VOR Mode..............04 - 
Flying to a VOR Station ........cccccecseeseeseeeeeseeeeeeeeeeeeeeaes 
Entering a Desired Course... teccceeseeeceeerceecseteceeeneeeens 
Position Cross-checking ies 
Split Operation. Jatin hetseiices Mesiclieiteeneeu neti 
BRS (Business Radio service) Channel Operation...... 35 
Recalling the BRS channels ..........cccccsesceeseeeeeeeeeeeeeees 35 
CTCSS Operation... “dD 
DCS Operation .......... is 
CTCSS/DCS Bell Operation ............. 38 
Miscellaneous Setting...........ccceee - 
Automatic Power-Off (APO) Feature............cccccceeseeseeeee 39 
Transmitter Time-Out Timer (TOT) ...........ccceececsseeeeeees 39 
Programming the Key Assignments i 
Display Customization ..s.:cssysiesssseeswssspeanecned eseeivevieatens 41 
TX/BUSY Indicator Customization... ceeeeeeeeeeee 42 
Changing the Channel Step 
Field Programming Mode ...........:000008 
CPU Resetting... 
Timer Mode .............. 
Menu (“Set”) Mode.. ‘ 
SPOCiPICATIONS :.c:cciccciccseiced cannes cedesescedieceasscecsedeednsceszs 
Accessories & Options ............:::::cccceeseeeeeeeeeeeeeeeeeeees 
Troubleshooting 7 
Book Memory Channel List............ccccsseessseeeeeeeeeees 61 


IMPORTANT Notice! 
FCC RF Exposure Compliance Requirements for Occupational Use Only: 


The FTA-720 has been tested and complies with the Federal Communications Commission (FCC) RF exposure lim- 
its for Occupational Use/Controlled exposure environment. In addition, it complies with the following Standards and 


Guidelines: 

O FCC 96-326, Guidelines for Evaluating the Environmental Effects of Radio-Frequency Radiation. 

O FCC OET Bulletin 65 Edition 97-01 (1997) Supplement C, Evaluating Compliance with FCC Guidelines for Hu- 
man Exposure to Radio Frequency Electromagnetic Fields. 

O ANSI/IEEE C95.1-1992, IEEE Standard for Safety Levels with Respect to Human Exposure to Radio Frequency 
Electromagnetic Fields, 3 kHz to 300 GHz. 

O ANSI/IEEE C95.3-1992, IEEE Recommended Practice for the Measurement of Potentially Hazardous Electromag- 
netic Fields - RF and Microwave. 

O. This radio is NOT approved for use by the general population in an uncontrolled environment. This radio is 
restricted to occupational use, work related operations only where the radio operator must have the knowl- 
edge to control its RF exposure conditions. 

O When transmitting, hold the radio in a vertical position with its microphone 1 to 2 inches (2.5 to 5 cm) away 
from your mouth and keep the antenna at least 1 inch (2.5 cm) away from your head and body. 

O The radio must be used with a maximum operating duty cycle not exceeding 50%, in typical Push-to-Talk 
configurations. DO NOT transmit for more than 50% of total radio use time (50% duty cycle). Transmitting 
more than 50% of the time can cause FCC RF exposure compliance requirements to be exceeded. 

The radio is transmitting when the red LED on the top of the radio is illuminated. You can cause the radio to 
transmit by pressing the P-T-T button. 

O Always use Yaesu authorized accessories. 


NOTICE 


There are no user-serviceable points inside this transceiver. All service jobs must be referred to your Autho- 


rized Service Center. 
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INTRODUCTION 


The Yaesu FTA-720 is a compact, stylish, solid hand-held transceiver providing communication (transmit and receive) 
capability on the International Aircraft Communication Band (“COM” band: 118 ~ 136.975 MHz), and it additionally 
provides VOR and CDI navigation features on the “NAV” band (108 ~ 117.975 MHz). The FTA-720 is also is also 
capable of receiving the FM BC Band, Weather Channel Broadcast (USA version only), and BRS (Business Radio Ser- 
vice) band. 


The FTA-720 includes Temperature display with our exclusive Omni-Glow’ display back-light for minimal degrada- 
tion of your night vision, NOAA weather band monitoring, 8-character Alpha/Numeric Display, 70 Memory Channels, 
and 90 “Book Memory” Channels. 


We recommend that you read this manual in its entirety, so as to understand the many features of the FTA-720 com- 
pletely. Keep this manual handy, so you may use it for reference. 


NOTE: The FTA-720’s VOR and CDI Navigation features are supplemental aids to navigation only, and are not 
intended to be a substitute for accurate (primary) VOR/CDI or landing service equipment. 


FTA-720 OPERATING MANUAL 


ControLs & Connectors (Top PANEL) 


@® Antenna Jack 
The BNC connector accepts the supplied flexible 
antenna, or another antenna designed to provide 50 
Ohm impedance on the Aircraft Communication 
Band and BRS Band. 


@ MIC/SP Jack 
You may connect the supplied CT-96 Headset 


Cable, or the optional MH-44B4B Speaker/Micro- 
phone, to this jack. 


@ VOL Knob 


This control adjusts the audio volume level. Clock- 


wise rotation increases the volume level. 


@ DIAL Selector Knob 
This 20-position detented rotary switch tunes the 
operating frequency or selects the memory chan- 
nels. 
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ContrRoLs & Connectors (FRONT PANEL) 


® LCD (Liquid Crystal Display) © Microphone 
The display shows the current operating conditions, Speak across this opening in a normal voice level, 
including frequency, etc. while pressing the PTT switch, to transmit. 
@ PWR (Power) Switch @ Battery Pack Latch 
Press and hold this switch for 3 seconds to toggle Open this latch for battery removal. 
the transceiver’s power on and off. 


@ Keypad 
Several keys have triple functions. 
The primary functions are labeled on the key top 
(activated by simply pressing the key momentarily). 
The secondary functions are labeled in yellow above 
the top edge of the key (activated by pressing the 
key first, then the indicated key). 
The third functions are labeled in black above the 
top edge of the key, and are activated by pressing 
and holding in the selected key for 2 seconds. 
These functions are summarized on the pages 6 and 7. 


@ BUSY/TX Indicator Lamp 
This lamp glows green when a signal is being re- 
ceived and red when transmitting. 
You may customize the color setup via the Menu mode. 


© Loudspeaker @ 


The internal speaker is located in this position. 


OO® 
BSOGS 
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ConTrROLs & Connectors (SIDE PANEL) 


® PTT (Push To Talk) Switch 
Press this button to transmit when you are operat- 0 
ing in the COM band (118.000 - 136.975 MHz). 
Release this button to return to the “Receive” mode. < 
See page 15. 


@ MONITOR Switch 
This button may be pressed to “Open” the squelch 
manually, allowing you to listen for very weak 
signals. Press and hold this button for 2 seconds to 


“Open” the squelch continuously. Press this but- 
ton again to resume normal (quiet) monitoring. See 
page 17. 


@ EXT DC Jack 

When an external 12-Volt DC power source is avail- 
able, you may connect the (optional) E-DC-5B DC 
Cable w/Noise Filter or E-DC-6 DC Cable here. 

Do not connect any wire to this jack if that 
A\ wire is connected directly to a 28-Volt DC 
source. Connecting the FTA-720 directly to a 
source which exceeds 15.0 Volts DC will result in 
damage to the unit. 
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ConTROL & Connectors (KEYPAD) 


[ee Ga | i 


Primary Function Activates the “Secondary” key 


(prose Key) paede, Frequency entry digit “1.” Frequency entry digit “2.” 


Secondary Function 
(Press +G)) 


Third Function 


None Activates VOR mode. Selects “TO” VOR mode. 


Recalls Menu Item “SQL Type” | Recalls Menu Item “TONE Set” (for 
(for activating CTCSS or DCS decoder on | selecting the CTCSS tone frequency on a 


(Press and hold key) a BRS Memory Channel). BRS Memory Channel). 


Primary Function Selects the Emergency Channel 


Frequency entry digit “4.” Frequency entry digit “5.” 
(Press Key) (121.5 MHz). quency entry dig quency entry dig 


Secondary Function | switches operation to the “Home” | Activates the Course Deviation 


(Press + G)) (favorite frequency) channel. Indicator mode. hone 


Tinirdieancuon Recalls Menu Item “APO” 
geuneS None None (for setting of the Automatic 
(Press and hold key) Power-Off time). 


‘SPL.W SPL ST BEEP 


Primary Function 


(Brace Key) Frequency entry digit “7.” Frequency entry digit “8.” 


Secondary Function 


(Press +G)) 


Third Function sista ui Gormicid Recalls Menu Item “Step” Recalls Menu Item “Beep” (for set- 
(Press and hold key) y (for setting tle synthesizer ting of the keypad beeper). 
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Split-Memory “Write” Command Activates Split (Duplex) mode. 


Frequency entry digit “3.” 


Toggles the operating band be- 
tween the AIR band and FM BC 
band in the VFO mode. 


ConTROL & Connectors (KEYPAD) 


Primary Function 
(Press Key) 


Selects the tuning methods 
among the VFO, MR, BMR, Wx, 
and BRS*!. 


Selects “FROM” VOR mode. 


None 


Secondary Function 


(Press +G)) 


Activates the “Set” (Menu) mode. 


Frequency entry digit “6.” 


Frequency entry digit “0.” 


Third Function 
(Press and hold key) 


Primary Function 
(Press Key) 


None 


Activates the Automatic Noise 
Limiter during AM reception. 


Enables/Disables the Alpha-nu- 
meric Tag display during Memory 
operation. 


None 


Secondary Function 


(Press +(G)) 


Locks the Keypad. 


None 


Frequency entry digit “9.” 


Recalls Menu Item “SQL” 
(for setting the squelch threshold 
level). 


Activates the Scanner. 


Third Function 
(Press and hold key) 


Primary Function 
(Press Key) 


Sets the Memory Skip (Omit) 
feature to the current memory 
channel. 
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Activates Dual Watch. 


Activates the “Memory Tune” 
mode while in the Memory Recall 
mode. 


Secondary Function 


(Press +(G)) 


Third Function 
(Press and hold key) 


Switches the frequency display 
between the “Large Character” 
and “Small Character” mode. 


X41: VFO: Variable Frequency Oscillator 
MR: Memory Recall 
BMR: Pre-Programmed Memories 
WX: Weather Channel Memories 
BRS: Business Radio Service 

X2: The Primary and Third functions of 
the “@) key may be customized by 
user via the Menu mode. See page 
40. 


Berore You BEGIN 
How to Install the Quick Draw Belt Clip 


Precautions 

O The FTA-720 is capable of two-way communica- 
tion on channels used for critical aviation safety 
communications. Therefore, it is important that this 
radio be kept away from children or other unauthor- 
ized users at all times. 

O When making DC connections via the (optional) E- 
DC-5B DC cable, be absolutely certain to observe 
the proper voltage level and polarity guidelines. Do 
not connect this radio directly to any 24 ~ 28 Volt 
DC source, nor to AC power of any kind. Connect- 
ing the FTA-720 directly to a source which exceeds 
15.0 Volts DC will result in damage to the unit. 

O Do not dispose of the Li-Ion Battery Pack in a fire. 
Do not carry a Li-Ion Battery Pack in your pocket, 
where keys or coins could short the terminals. This 
could create a serious fire/burn danger, and possibly 
cause damage to the Li-Ion pack. 


Oo 


Connect the hanger to the rear of the FTA-720, with 
the notch pointing directly up, using the supplied 
screw (Fig 1). Use only the screw included with the 
clip to mount the clip to the back of the FTA-720! 
Clip the Quick-Draw Belt Clip onto your belt (Fig 2). 
To install the FTA-720 into the Quick-Draw Belt 
Clip, align the hanger with the Quick-Draw Belt 
Clip, and slide the FTA-720 into its slot until a click 
is heard (Fig 3). 

To remove the FTA-720 from the Quick-Draw Belt 
Clip, rotate the FTA-720 180 degrees, then slide the 
FTA-720 out from the Quick-Draw Belt Clip (Fig 4). 


a 


Fig 2 
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Berore You BEGIN 


Installation of FNB-80LI Battery Pack 
The FNB-80LI is a high-performance Lithium-Ion bat- 
tery providing high capacity in a very compact package. 
Under normal use, the FNB-80LI may be used for ap- 
proximately 300 charge cycles, after which operating 
time may be expected to decrease. If you have an old 
battery pack which is displaying capacity which has 
become diminished, you should replace the pack with a 
new one. 


© Install the FNB-80LI as shown in the illustration. 
OF Close the Battery Pack Latch on the bottom of the 
radio. 


A\ Do not attempt to open any of the recharge- 
able Li-Ion packs, as personal injury or dam- 
age to the Li-Ion pack could occur if a cell or cells 
become accidentally short-circuited. 
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Battery Charging 

If the battery has never been used, or its charge is de- 
pleted, it may be charged by connecting the PA-48B/C 
Battery Charger, as shown in 
the illustration, to the EXT DC 
jack. If only 12 ~ 15 Volt DC 
power is available, the optional 
E-DC-5B DC Cable (w/ciga- 
rette lighter plug) or E-DC-6 
DC Cable may also be used for 
charging the battery, as shown in the illustration. “Now 
Charging .. .” will blink in the display while the battery 
is being charged. When charging is finished (approxi- 
mately five hours), the display will change to indicate 
“Complete” and the BUSY/TX indicator will blink blue. 


Important Notes: 

O Do not leave the charger connected to the trans- 
ceiver for continuous periods in excess of 24 hours. 
Long term overcharging can degrade the Li-Ion bat- 
tery pack and significantly shorten its useful life. 

O If using a charger other than the PA-48B/C, or if 
using a battery pack other than the FNB-80LI, fol- 
low the appropriate instructions provided with the 
charger/battery. Contact your Dealer if you have any 
doubts about the appropriateness of the particular 
charger or battery pack you intend to use. 
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Berore You BEGIN 


Installation of 


FBA-23 Alkaline Battery Case (Option) 
The optional FBA-23 Battery Case allows receive mon- 
itoring using two “AA” size Alkaline batteries. 


To Install Alkaline Batteries into the FBA-23 


Oo 


Slide the batteries into the FBA- 
23 as shown in the illustration, 
with the Negative [—] side of the 
batteries touching the spring con- a 
nections inside the FBA-23. 
Open the Battery Pack Latch on 
the bottom of the radio. 


. Install the FBA-23 into the battery compartment on 


the back of the transceiver, then close the Battery 
Pack Latch on the bottom of the radio. 


The FBA-23 does not provide connections for charging, 
since Alkaline cells cannot be re-charged. Therefore, 
the PA-48B/C, E-DC-5B, or E-DC-6 may safely be 
connected to the EXT DC jack when the FBA-23 is in- 
stalled. 


Notes: 


O 


O 


The FBA-23 is designed for use only with AA-type 
Alkaline cells. 

If you do not use the FTA-720 for a long time, re- 
move the Alkaline batteries from the FBA-23, as 
battery leakage could cause damage to the FBA-23 
and/or the transceiver. 
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Berore You BEGIN 


Low Battery Indication 

O As you battery discharges during use, the volt- 
age will gradually become lower. When the “{—] 
” begins blinking on the 
LCD display, the battery VEQ | } 8 8 ( | | 
pack must be recharged PEELE) [4 
before further use. — 

O Avoid recharging Li-Ion batteries before the “Low 
Battery” indicator is observed, as this can degrade 
the charge capacity of your Li-Ion battery pack. 
Yaesu recommends that you carry an extra, fully- 
charged pack with you so you will not lose commu- 
nications capability due to a depleted Li-Ion battery. 
This “deep cycling” practice will help to maintain 
longer overall battery life after many recharging 
cycles. 
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Basic OPERATION 
Operation Quick Start 


© To turn the radio on, 
press and hold in the 


@©\(PWR) Switch for 


Preliminary Steps 

O Install a charged battery pack onto the transceiver, 
as described previously. 

OO To attach the supplied antenna to the FTA-720, 
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grasp the base of the antenna firmly, and exert a 
moderate “pinching” pressure on the base as you 
press the antenna onto the radio’s antenna connec- 
tor. While exerting this pressure, rotate the antenna 
clockwise 1/4 turnto lock the antenna in place. 


3 seconds. 

The opening message 
will appear on the dis- 
play, then frequency 
display will appear. 
Press the key to 
switch the operating 
band between the AIR = 

band and FM BC band. |G) @ © @M | /4 


BEEP SKIP DW MT 


Directly entering ‘a 


frequencies from the 
keypad is the easiest 
method if you know the frequency on which you 
wish to operate. Just enter the five digits of the fre- 
quency to move to that frequency. However, there is 
a short-cut for frequencies ending in zero - press the 
key after the last non-zero digit. 

For example, to set 134.35 MHz, 


press @ > @ > @ > @ > @. 
To set 118.000 MHz: 


@-@-@-@. 
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Basic OPERATION 


To set 118.275 MHz, you do not need to press the 
final “5” in the frequency: 
@>@°-@-@>G. 
Note: When the entered frequency is outside of the 
current operating band, the entry is ignored (i.e. 
FTA-720 does not permit entry of an FM BC band 
frequency while operating in the AIR band). 
You may also turn the 
top panel’s DIAL se- 
lector knob to choose 
the desired operating 
frequency. The channel 
frequency will appear 
on the LCD. 
To change frequency in | MHz steps, press the 
key momentarily, then rotate the DIAL selector 
knob to select the MHz digit desired. Press the 
key once more to resume normal channel step. 
Rotate the VOL knob 
to set the volume level. 
If no signal is present, 
press and hold in the 
MONITOR button for Fan ¥) 
2 seconds; background 
noise will now be 
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a) 


heard, and you may use this noise to set the VOL 
knob for the desired audio level. Press the MONI- 
TOR button momentarily to silence the noise and 
resume normal (quiet) monitoring. 


To turn the radio off, press and hold in the @vPwr) 
switch for 3 seconds. 


Squelch Adjustment 


a) 


Press and hold in the key for 3 seconds. This 
instantly recalls Menu Item “SQL” on the Air Band, 


Weather Channel, or 
BRS Band or “FM Radio SQL 
SQL” on the FM BC 

band. 

Press the ‘@ key to enable adjustment of this Menu 
Item. 

Rotate the DIAL selector knob to set the squelch 
threshold (0 - 8) so that the receiver is just silenced. 
A higher number indicates that a higher signal level 
is required in order to open the squelch. 

When you have made your setting, press the ‘@ 
key to save the new setting, then press the PTT key 
repetitively until the radio exits to normal operation. 
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Basic OPERATION 


Accessing the 121.5 MHz Emergency 
Frequency 


The FTA-720 can quickly access the 121.500 MHz 
Emergency Frequency. This function can be activated 


even when the keypad lock function is in use. 


O To access the Emergen- 


cy Frequency, press the 
key momentarily. 


SPL_ST BEEP 


‘SPL.W S| 


O To exit the Emergency 
Frequency, press the 


“@ key momentarily. 


KIP 


Tuning Methods 

Throughout this manual, you will see references to sev- 
eral different frequency setting methods. Each will be 
particularly useful in a particular operating situation, 
and they are described below: 


O VFO (Variable Frequency Oscillator) 


The VFO is a “tuning 

dial” system which al- VEO | ) " S000 
lows you to tune through aHommmeeneeeee =o 
the AIR band and FM ANL. a 
BC band using the DIAL selector, the Keypad, or 
the scanner. To select these bands, press the key 
momentarily. 


O MR (Memory Recall) 
The MR (Memory Re- 
call) mode of the FTA- MIR l | " 000 
720 provides the user 
with the ability to store 
and recall as many as 68 channels in the radio’s 
main memory bank. These memory channels may 
also be labeled by you with an alpha/numeric name 
of up to 8 characters in length, to aid in quick iden- 
tification of the channel. See page 20 for details on 
creating alpha/numeric labels. 


Perri ial [J AM 
LS | 
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Basic OPERATION 


O BOOK (Pre-Programmed) Memories Transmission 
The Book memories are O To transmit, press and 
pre-programmed, ei- DMR | 1 3, 4 ) ( ) hold in the PTT switch. 
ther at the factory or by see ae Speak into the micro- 
your Dealer (depending ANL a" phone area of the front 
on your country’s requirements), typically includ- panel grille in a normal 
ing the major AIR band station frequencies used in voice level. 


your area (See page 59 for channel list). The Book O To return to the receive 
memories can be changed by the user. See page 44 
for details. 


O WX (Weather Channel) Memories (USA version only) 
Ten Weather Channels 


are pre-programmed at WK OZ ; 0 ) ) | aan 


ine factory, he EIA es) eee [zens] 


720 will automatically a USA version only) 
scan this special bank when it is selected by the 

user 

O BRS (Business Radio Service) Memories 


22 BRS Channels are 

pre-programmed at the BRY | 0 l. p } d 
factory. See page 35 for 
details of BRS Memory 
Channel Operation (USA version only). 


(USA version only) “iene 
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Basic OPERATION 


Reception of Weather Channel Broadcasts 
(USA version only) 

The FTA-720 can receive VHF Weather Channel broad- 
casts, which may assist your flight planning. The FTA- 
720 includes a ten-channel auto-search feature, which 
simplifies access to Weather Channels when you are in 
an unfamiliar location. 


O To receive Weather 
Channels, press the 
“@ key (repeatedly, 
if necessary) to select 
the Weather Channel 
mode. In the Weather 
Channel mode, “WX” 
will appear upper left 
corner of the display. 

O The FTA-720 will now 
scan quickly though the 
ten standard Weather Channels, and will stop on the 
first active station found. 

© If there are two or more weather channels audible in 
your area, you may select the alternate channel(s) by 
pressing the PTT switch. Pressing the PTT switch 
re-initiates the scanning process. 


—— 
SUBMERSIBLE FTA 


(69, 901 


1 WxX-0 
Parr eT) ial | rl 


O If there are no Weather | Channel | Frequency 
WX 1 


Channels in your area, 162.5500 MHz 

th ‘isnot st 162.4000 MHz 
e scanner will not stop. 162.4750 MHz 

Press the MONITOR 162.4250 MHz 

button to stop the scan- 

ner. 

O You can also select 
Weather Channels manu- 
ally by rotating the DIAL 
selector knob. 


© To exit the Weather Channel mode, press the @ 
key momentarily to return to the VFO mode. 


162.4500 MHz 


162.5000 MHz 
162.5250 MHz 
161.6500 MHz 
161.7750 MHz 
163.2750 MHz 


Note 1: In the event of extreme weather disturbances, 
such as storms and hurricanes, the NOAA (National 
Oceanic and Atmospheric Administration) sends a 
weather alert accompanied by a 1050 Hz tone and sub- 
sequent weather report on one of the NOAA weather 
channels. You may setup the Alert function when receiv- 
ing the Weather Alert signal via Menu Item (6. Misc 
Setup, 3. WX Alert), if desired. 

Note 2: The Weather Channel mode memorizes the last 
Weather Channel you have used, and will retain this in- 
formation until the radio is turned off. 
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Basic OPERATION 


Monitor Key 

When listening to a very weak signal from an aircraft or 
ground station, you may observe the signal disappearing 
periodically as the incoming signal strength becomes too 
weak to override the squelch threshold setting. 


To disable the squelch tem- 
porarily, press and hold the 
MONITOR key for 2 sec- 
onds on the left side of the 
radio, just below the PTT 
button. The “4 icon will 
appear on the display, and 
the squelch will remain open 
and you should have a better 
chance of hearing weak sig- 
nals. 


To return to normal operation, press the MONITOR key 
momentarily; the “7” icon will disappear from the 
display. 
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ANL (Automatic Noise Limiter) Feature 

For reduction of impulse noise, such as that produced by 
an engine’s ignition system, the ANL feature may prove 
helpful. 


OF To activate the ANL 
feature, press the 
key momentarily. The 
“ANL” icon will appear 
on the display, and you 
should observe a re- 
duction in the ignition 
noise. 

© To turn the ANL feature 
off, press the @ key 
again; the “ANL” icon 
will disappear from the display. 


PTT is! | AM 
tS | 


Note: The ANL feature is only activated on the Air 
Band. 
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LOCK Function 


Basic OPERATION 


The lock function prevents accidental changes to the 
frequency setting and the keypad controls. 


O To activate the lock 


feature, press the 
key followed by the 


"“@ key. 

O Inthe LOCK mode, the 
“ta” icon will appear 
on the display. 

O To turn the lock feature 
off, press press the 


key followed by the @ 
key again; the “gy” icon 


VOR _TN al cD @ 


HOME 960) 


Suoe 


Gi) @ ST @ @ 


Beep On/Off 

The FTA-720’s key/button beeper provides convenient 
audible feedback whenever a button is pressed. Each 
key and button has a different beep pitch, and each func- 
tion has a unique beep combination. 


When you are scanning, the beeper will be heard each 
time the scanner halts on a busy channel. This may be 
distracting in some environments; if you want to turn the 
beeper off (or back on again): 


O Press and hold the 
key for 2 seconds. This Beeper 


instantly recalls Menu 
Item “Beeper.” 
© Press the “@ key to enable adjustment of this Menu 


On 


will disappear from the display. 
You can still access the 121.500 MHz Emergency 
Frequency when the LOCK function is on. Sim- 


ply press the key momentarily (this key never 
locks). Pressing this key also unlocks the radio. 


Item. 

Rotate the DIAL selector knob to select the desired 

selection. 

On: Sounds a keypad beeper corresponding to a 
musical note. 

DTMF: Sounds a keypad beeper corresponding to a 
DTMF tone. 

Off: Keypad beeper is “off.” 

When you have made your selection, press the ‘@ 

key to save the new setting, then press the PTT key 

repetitively until the radio exits to normal operation. 
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Basic OPERATION 


Receive Battery Saver Setup 

An important feature of the FTA-720 is its Receive Bat- 
tery Saver, which “puts the radio to sleep” for a time 
interval, periodically “waking it up” to check for activ- 
ity. If somebody is talking on the channel, the FTA-720 
will remain in the “active” mode, then resume its “sleep” 
cycles. This feature significantly reduces quiescent bat- 
tery drain, and you may change the amount of “sleep” 
time between activity checks using the Menu System: 


OO Press the key, then press the ‘@ key to acti- 
vate the Menu (“SET”) mode. 


© Rotate the DIAL selector knob to select Menu Item 

“3. Receive,” then press the @ key. 

O Rotate the DIAL selector knob to select Sub Menu 

Item “5. RX Save,” then press the @ key. 

OO Press the ‘@ key again to enable adjustment of this 

Menu Item. 

O Rotate the DIAL selector knob to select the desired 
“duty cycle” (receive:sleep). The selections avail- 
able are 1:1, 1:2, 1:3, 1:4, 1:5, and ABS* or oFF. 
The default value is ABS. 

O When you have made your selection, press the ‘@ 

key to save the new setting, then press the PTT key 

repetitively until the radio exits to normal operation. 
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* ABS: Automatic Battery Saver, based on activity on 
the receiver. 


The setting of 1:5 will promote the greatest conserva- 
tion of battery capacity, but the receiver’s response time 
to incoming calls will be slowed somewhat. 


Note: The Receive Battery Saver feature does not oper- 
ate during Scan, Dual Watch, or Spectrum Scop Moni- 
toring. 
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Memory OPERATION 


The FTA-720 provides 70 user-programmable Main 
memories, labeled “MR1” through “MR68”, “MRLch,” 
and “MRUch,” up to 90 pre-programmed memories, 
designated “Book” Memories, labeled “BMR1” through 
“BMR9D,” and one Home channel, allowing storage and 
quick recall of favorite operating frequency. 


The Main memories and “Book” Memories can be as- 
signed alpha-numeric names of up to eight characters. 


Memory System Operation 

The FTA-720’s Main Memory system allows the user 
to store, label, and recall channel frequencies which you 
may want to use frequently. You may store VFO fre- 
quencies, “Book” Memory frequencies, and/or Weather 
Channel frequencies (USA version only) into the Main 
Memory system. 


Memory Storage 

OV Select the desired frequency in the VFO mode, 
or recall the “Book” Memory channel or Weather 
channel to be stored in the Main Memory. 

O Press and hold in the key for 2 seconds. The 
display will indicate “MW” and a channel number 
will blink on the LCD. 


O Within five seconds of pressing the key, rotate 
the DIAL selector knob to select the desired mem- 


ory channel number for storage. In order to prevent 
writing over memory channels, an “fla” icon will 
appear at the right of the channel number to indicate 
if the memory channel is vacant. 

Now press and hold in the key for 2 seconds; 
you will now see the blinking “A” character on the 
LCD. To attach an alpha/numeric name (label) to 
the memory, proceed to the next step; otherwise 
press and hold in the key for 2 seconds to save 
the entry and exit. 

To label a memory with an alpha/numeric name, the 
next step is to use the DIAL selector knob to select 
any of the 125 available characters (including let- 
ters, numbers, and special symbols). Press the "@ 
key repeatedly to recall the desired letter, number, 
and symbol in the first charactor slot (a> .>0O7 
A> a...). When the desired first character appears, 
press the ‘@ key momentarily to select it and move 
on to the next character. 

Select succeeding characters in the same manner, 
pressing the ‘@ key momentarily after each selec- 
tion. 

After entering the entire name (eight characters 
maximum), press the key for 2 seconds to save 
all data for the channel and exit. 
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Memory OPERATION 


Recalling the Memories 

O Press the @ key, repeatedly if necessary, until 
“MIR” (Memory Recall) appears on the display. In 
the MR mode, you will see the previously-selected 
channel number appearing at the bottom of the “MR” 
icon on the LCD. 

O Rotate the DIAL selector knob to select the desired 

memory channel. 

O You may change the readout structure of the Mem- 
ory display between “Frequency Indication” and 
“Frequency Indication plus Alpha-numeric Label” 
by pressing the key followed by the @ key. 

O To exit the Memory mode, press the ‘@ key four 
times to return to the VFO mode. 


Note 1: In either the Memory mode or the “Book” 
Memory mode, an easy way to recall memories is to key 
in the memory channel number (except memory channel 
“Loh” and “Uch’’). For example, to recall memory chan- 
nel #06, press ? @. 

Note 2: In either the Memory mode or the “Book” Mem- 
ory mode, you can change memory channels in 10-chan- 
nel steps: press the key momentarily, then rotate the 
DIAL selector knob. The “(Q” icon will show at the left 
bottom of the display when the 10-channel-step tuning 
mode is active. Press the key once more to resume 
normal channel selection in one-channel steps. 
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Memory Offset Tuning 

Once you have recalled a particular memory channel, 
you may easily tune off that channel, as though you 
were in the “VFO” mode. 


O With the FTA-720 in the Memory Recall mode, se- 
lect the desired memory channel. 

O Now press and hold in the key for 2 seconds. 
The “MR” indicator will be replaced by one which 
says “MT” (Memory Tuning). 

© Rotate the DIAL selector knob, as desired, to tune to 
a new frequency. The synthesizer steps selected for 
VFO operation on the current band will be the steps 
used during Memory Tuning. 

© [If you wish to return to the original memory fre- 
quency, press and hold in the key for 2 seconds. 
The “MT” indicator will be replaced by “MR”. 

O If you wish to store a new frequency set during 
Memory Tuning, just press and hold in the key 
for 2 seconds, per normal memory storage proce- 
dure. 


Note: The Memory Offset Tuning feature will not en- 
gage on any memories on which BRS channels are 
stored. 
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Memory OPERATION 


Deleting Memories 


Oo 


With the FTA-720 in the Memory mode, rotate the 
DIAL selector knob to select the memory channel 
you wish to delete. 

Press the key, then press and hold the key 
for 2 seconds. The previously-selected memory will 
be deleted. 


Note: Once deleted, channel data cannot be recovered! 


Home Channel Memory 

A special “HOME” channel is available, to allow quick 
recall of a favorite operating frequency. Memory storage 
is simple to accomplish: 


Oo 


Select the desired frequency in the VFO mode, 
or recall the “Book” Memory channel or Weather 
channel to be stored in the “HOME” channel. 

Press and hold in the key for 2 seconds. The 
display will indicate “MW” and a channel number 
will blink on the LCD. 

Within five seconds of pressing the key, press 
and hold in the key for 2 seconds. The frequen- 
cy and other data (if any) will now be stored in the 
special “HOME” channel register. 

To recall the “HOME” channel, press the key 


followed by the key. 


You may also attach an alpha/numeric name (label) to 
the “HOME” channel. 


im) 


im) 


Recall the “HOME” channel, by pressing the 


key followed by the key. 
Now press and hold in the key for 2 seconds; 
you will now see the blinking “A” character on the 


LCD. Use the DIAL selector knob to select any 
of the 125 available characters (including letters, 
numbers, and special symbols). Press the "@ key 
repeatedly to recall the desired letter, number, and 
symbol in the first charactor slot(a>,>O DAZ 
a ...). When the desired first character appears, press 
the ‘@ key momentarily to select it and move on to 
the next character. 

Select succeeding characters in the same manner, 
pressing the ‘@ key momentarily after each selec- 
tion. 

After entering the entire name (eight characters 
maximum), press the key for 2 seconds to save 
all data for the channel and exit. 

Press the key followed by the key to 
change the readout structure of the Memory display 
between “Frequency Indication” and “Frequency 
Indication plus Alpha-numeric Label.” 
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SCANNING OPERATION 


Basic Scan 

The FTA-720 allows you to scan automatically in 

the VFO*', Main Memory, “Book” Memory, Weather 

Channel** or BRS Memory modes. It pauses on signals 

encountered, so you can talk to the station(s) on that fre- 

quency, if you like. 

*1: In the VFO mode, the automatic scanner is only avail- 
able in the current operating band (AIR band or FM 
BC band). Furthermore, on the AIR band, the automat- 
ic scanner is only available in the COM band (118.000 
- 136.975 MHz); when the scanner reaches the upper- 
most frequency in the COM band, it will revert to the 
bottom end of the COM band and repeat the scanning 
process until you cancel the scanning process. 

*2: USA version only. 


If you wish to scan in the NAV band (108.000 - 117.975 
MHz), you can do so manually, as described below. 


Scanning operation is basically the same in each of the 
above modes. 


OO Press the key momentarily to start the automatic 
scanner upward (toward a higher frequency or a 
higher channel number). 

O When the scanner encounters a signal, scanning 
pauses and the radio remains on that channel until 
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one second after the signal disappears, after which 
scanning will resume. 

O While the scanner remains paused on a frequency, 
the decimal point of the frequency display blinks. 
The display will be illuminated unless the Scan 
Lamp Feature is turned off. 

© To change the scan direction, turn the DIAL selector 
knob one click in the opposite direction. 

© To stop the automatic scanner, press the PTT switch 


or the key momentarily. 


The FTA-720’s automatic scanner is not operational in the 
NAV band (108.000 - 117.975 MHz), because the NAV 
stations (ILS, etc.) transmit constantly (thereby causing 
the scanner to stop repeatedly). However, you can scan 
manually in the NAV band, per the following procedure: 


1 Press and hold the key to start the manual scan- 
ner. Scanning will continue as long as the key is 
depressed. 

O Release the key to stop the manual scanner im- 
mediately. 

Note: When scanning upward in frequency, when the 

frequency reaches the COM Band (118.000 - 136.975 

MHz) via manual scanning, the FTA-720 will switch to 

the automatic scanner mode. 
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SCANNING OPERATION 


Channel-Skip Scanning 

Continuous-carrier stations like ATIS (Automatic Termi- 
nal Information Service) or Weather Broadcast stations 
inhibit scanner operation. Since these stations are always 
active, the scanner will be halted repeatedly on their 
channels. Such channels can be set to be “Skipped” dur- 
ing Memory scanning (MR, Book, WX, or BRS modes), 
if you like, so as not to interfere with automatic channel 
scanning: 


OO Recall the Memory Channel to be skipped during 
scanning. 

O Press and hold the @ key for 2 seconds. The “<<” 
icon will appear at the 
left of the frequency dis- 
play, indicating that the 


Po | ial | 
channel is to be ignored a 


during scanning. 

OO Later, to re-enable the memory channel for scan- 
ning, repeat the first two steps. The “<q” icon will 
disappear by the channel you have just re-enabled. 


Note: A memory set to be “Skipped” is still accessible 
for manual memory selection using the DIAL selector 
knob. 


Programmable (Band Limit) Memory 
Scan (PMS) 

This feature allows you to set sub-band limits for either 
scanning or manual VFO operation. For example, you 
might with to set up a limit of COM band (118.000 MHz 
to 136.975 MHz. Here’s how to do this: 


© Set the radio to the VFO mode by pressing the @ 
key and set the radio to the AIR band by pressing 


the key, if necessary. 

O Using the techniques learned earlier, store 118.000 
MHz into Memory Channel “Lch” (the “Lch’” desig- 
nates the Lower sub-band limit). 

O Likewise, store 136.975 MHz into Memory Channel 
“Uch” (the “Uch” designates the Upper sub-band 
limit). 

O Switch to the Memory mode by pressing the ‘@ 
key once, then rotate the DIAL to select Memory 
Channel “Lch.” 

1 Press and hold in the key for 2 seconds to start 
PMS operation; the “MR” label will be replaced by 
“PMS” in the upper left-hand corner of the display. 

O Tuning and scanning (pressing the key) will 
now be limited within the just-programmed range. 

Note: The PMS feature will not engage if a BRS chan- 

nel is stored in either the “Lch” or “Uch” memory slot. 
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Duat WatcH OPERATION 


The Dual Watch feature automatically checks for activ- 
ity on a “Priority” channel* while you are operating on 
another channel. During Dual Watch operation, the cur- 
rent channel and the Priority channel will each be polled 
for a 500 ms interval, as the FTA-720 looks for activity 
on each channel. 


© To start Dual Watch, press the key followed by 
the key. 
OO The “DW” icon will ap- 
pear on the display. VEQ | ) i" 8 () (| (| 
O While receiving on the aumememomemadl® = AM 
“current” channel (not fou) ANL a 
the Priority channel), you may push the PTT switch 
at any time to transmit on that channel. 
O When a signal is received on the Priority channel, 
operation immediately shifts to the Priority channel; 
the “DW” icon will blink, and the display will be- 
come illuminated. 


FTA-720 OPERATING MANUAL 


a) 


While receiving on the priority channel, if you mo- 
mentarily press the PTT switch, Dual Watch will 
be disabled. You may then transmit on the Priority 
Channel. 

To stop Dual Watch, press the key followed by 
the key. 

If you wish, you may use both the Dual Watch and 
Scan features simultaneously. To do this, start the 
Dual Watch first, then start the Scanner. 


The “Priority” channel is defined as the last-used 
Memory Channel (when using the VFO, “Book” 
memory, and “BRS” modes) or Memory Channel “1” 
(when using the Main Memory mode). 
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Priority DUAL WatTcH OPERATION 


Similar to Dual Watch operation (described on previous 
page), Priority Dual Watch is an enhanced version which 
includes the following additional features: 


O The receiving time interval (ratio) between the cur- 
rent channel and the Priority channel may be cus- 
tomized via the Menu Item “PRI Time.” See page 51 
for details. 

O Irrespective of which channel is currently being re- 
ceived, when the PTT button is pushed transmission 
will always occur on the Priority channel. 


Before initiating Priority Dual Watch, Menu Item “DW/ 
PRI” must be set to the “PRI” mode (instead of “DVW’’). 
See page 50 for details. 


Oo 


To start Priority Dual 
watch, press the @ |VFQ 128, 8000 


key followed by the BE al AM 
key. The “DW” icon will mr a 


appear on the display. 

While receiving on the “current” (non-Priority) 
channel, pressing the PTT button once causes the 
radio to switch to the Priority channel and cancels 
Dual Watch. Press the PTT button again to transmit 
on the Priority channel. 

When a signal is received on the Priority channel, 
reception immediately shifts to the Priority channel; 
the “DW” icon will blink, and the display will be- 
come illuminated unless the Scan Lamp Feature is 
turned off. 

While receiving on the Priority channel, if you 
momentarily press the PTT switch, Priority Dual 
Watch will be disabled. You may then transmit on 
the Priority Channel. 

To stop Priority Dual Watch, press the key fol- 


lowed by the key. 
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SPECTRUM Scope MONITOR 


If you assign the Spectrum Scope Monitor feature to the 
"@ key (see page 40), you may view operating activ- 
ity on channels above and below the current operating 
channel while operating in the VFO, Memory Tune, and 
PMS modes. 


The display indicates the relative signal strength on 
channels immediately adjacent to the current operating 
frequency. 


© Set the radio to the VFO mode by pressing the ‘@ 
key, if necessary. 


O Press (or press and hold SPC 125. 0000 
in) the "@ key to acti- y  +30ch 
vate the Spectrum Scope Luutlhuiimbonmulimllll ale 


L 
Monitor. = 
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O Once the Spectrum Scope Monitor is activated, 
press the ‘@ key to change the visible bandwidth 
between +15 channels and +30 channels (default: 

+30 channels). The visible bandwidth, however, 
depends on the selected channel step size, so match 
the channel step to those typically used in your area. 

© To turn the Spectrum Scope Monitor off and oper- 
ate on the centered (and displayed) channel, simply 
press the PTT switch. 


Note 1: Audio output will be interrupted during Spec- 
trum Analyzer operation. This is normal. 

Note 2: The Spectrum Scope Monitor may not be acti- 
vated on the BRS Memories. 


27 


28 


VOR Navication (Air Banp) 


General VOR Equipment 


COURSE Indicator 
COURSE Deviation Needle 


< YN | 
al 


«+ )|<—_-~— TWO-Degree Deviation Marks 


TO-FROM Flag Indicator 


COM BAND 
(118.0000 - 136.9750 MHz) 


VFO 128, 8000 


NAV BAND (108.0000 - 117.9750 MHz) 


VOR MODE CDI MODE 
COURSE Indicator COURSE Indicator COURSE Deviation Needle 


\FQLITS 000) [attako 


PT sl | re PEELE LLL as 
LS | 


PEPE al [4 AM 
ANL. 


“TO” - “FROM” Flag Indicator OVERFLOW Indicator “TO” - “FROM” Flag Indicator 
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VOR Navication (Air Banp) 


To Select the VOR Mode 


O When entering the NAV band (108.000 - 117.975 oo ere 


MHz), the FTA-720 selects the VOR mode automat- \ | | 4 6 (| (| ( 
ically. The “Course Indicator” will appear on the dis- bee ' 

play, and the “TO” or “FROM” indicator will appear aFAmnmommmemeSle AM 
at the right of the “Course Indicator” on the display. = = 


Note: The “Course INDICATOR” indicates “---°” “TO” - “FROM” Flag Indicator 
when either your aircraft is too far away from the 
VOR station or if the frequency is not correctly set 


To co 


to that of the VOR station. Conversely, the “Course > 
Indicator” will indicate “Loc” when receiving a VFO l l ; 6000 VFO l | 3 6 (00 
localizer channel. The FTA-720 cannot decode a ‘ ‘ 
: : 226° GD 46° 
localizer signal. Pee LL | | <cnmnmomemeeele AM 


O The “TO” or “FROM” flag indicators indicate wheth- = = = 
er the VOR navigation information is based on a 
course leading to the VOR station or leading away 
from the VOR station. 

© To change the flag from “TO” to “FROM” or vice 
versa, press the key followed by the key or 


key, respectively. 
© The (small) frequency indication may be toggled to Tf a ee an 


display using larger characters (but “Course INnpI- 
caTor” and “TO”/“FROM” flag are reduced in size), 


if you assign the “XFER” feature to the key. See 
page 40 for details. 


113. 6000 


"@ (Assigned the “XFER” feature) 
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VOR Navication (Air Banp) 


Flying to a VOR Station 
The FTA-720 can indicate the deviation from the direct 
course to a VOR station. 


Oo 


Select a VOR station on your aeronautical chart and 
turn the DIAL selector knob (or enter the frequency 
directly with the keypad) to the frequency of the 
VOR station. 

To indicate the deviation between your current flight 
path and the desired course, press the key fol- 
lowed by the key to change to the CDI (Course 
Deviation Indicator) mode. The “Course DEVIATION 
Arrow” will appear on the display when your air- 
craft is off the direct course to the VOR station. 
When your aircraft is off course to the right, the 
Course Deviation Arrow display will show bars to 
the left side of the diamond (“||| ©”). When your 
aircraft is off course to the left, the Course Devia- 
tion Arrow display will show bars to the right side 
of the diamond (“©]][”). Correct your course until 
no bars appear on either side of the CDI “diamond” 
(only (“©”) will be visible when the heading is cor- 
rect). 

To return to the DVOR mode, press the key 
followed by the key. 


The Aircraft is “ON COURSE” 


© 


OFF COURSE to the “right” 6 degrees 


00 
HIS 


OFF COURSE to the “left” 6 degrees 


0 @° 
Onl 


Par sl 
ANL. 
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VOR Navication (Air Banp) 


The Aircraft is “ON COURSE” VOR (TAC) aoe Magnetic 
Los Angeles 939 10 North 
LAX - 113.600MHz 
00° aa 
279. 60- 
° 260~ 70~ 
Pa ey al [4] 250. 80- 
ANL a 
240~ 90- 
; Station 100- 
180~ 179. 169.150 
a 
The Aircraft is “OFF COURSE” VOR (TAC) _ - Magnetic 
Los Angeles Pe ey ae North 
LAX - 113.600MHz 310. 


0 @° 


Hilo 


Per sl [4d 
ANL 


--~ VOR 
Station 


m —~ 149~ 
180. 179.. 169. 190~ 
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VOR Navication (Air Banp) 


Entering a Desired Course Note 2: If the overflow indicator “P” appears on 

The FTA-720 can also be configured to indicate the de- the right side, select a heading plus 10 degrees to 

viation from the desired course, not only the deviation the desired course; if the overflow indicator “<q” 

from the path to the VOR station. appears on the left side, select a heading minus 10 
degrees. 


© Set the frequency to the desired VOR station. 

O Change the “TO” or “FROM” indication to “TO,” if 

it is not in that mode already. 

OF Press the key followed by the @ key to 

change to the CDI mode. 

O Set the desired course to the VOR station using the 
DIAL selector knob or ‘keypad (three- digit input; e.g. 
for 47°, press @) @ >@ @ >G@G @). 

Note 1: The (“||| ©”) or (“© ]|[]”) indication will 
appear on the display when your aircraft is off the 
desired course. 

Note 2: When your heading is correct, the ABCS 
function (see below) may be more useful than the 
course input option. 

O The Course Deviation Arrow points to the right 

when your aircraft is off course to the left, and it 

points to the left when your aircraft is off course to 
the right. 

Note 1: To get back on course, fly right more than 

the number of degrees indicated by the Coursr DE- 

VIATION ARROW. 


Auto Bearing Center System (ABCS) Mode 
In the CDI mode, the Auto Bearing Center System 
(ABCS) adds or subtracts the number of degrees in- 


dicated by the CDI from the Omni Bearing Selector 
(OBS). 
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VOR Navication (Air Banp) 


Position Cross-checking © Now set the frequency of the other VOR station in 
1 Select two VOR stations on your aeronautical chart. the VOR mode. Note the radial from the station you 
O Set the frequency of one of the VOR stations in are on. 
the VOR mode. The course indicator will show the O Extend the radials from each VOR station on the 
course deviation from the VOR radial. Note the ra- chart. Your aircraft is located at the point where the 
dial you currently are on. lines intersect. 


Cross-checking Position 


he a 
0- 0 
399. 940~ 350~ 53 
20) a 320. 
= n Magnetic . Magnetic 
North - North 
60- 


VOR 


Station loos 


VFO 11), 7000 VFO 113. 6000 


45° GED 285° GEM 


14o~ 
150- 


aT] AM Pere er Lal |] aM 
ANL. a ANL Ps | 
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VOR Navication (Air BAND) 


Split Operation 

The split operation feature allows you to transmit a call 
to a Flight Service Station using the COM band frequen- 
cies, while receiving a VOR station (in the NAV band). 
VOR stations equipped with this capability typically are 
shown, on navigation charts, with the voice calling fre- 
quency in parenthesis above the navigation frequency. 


im) 


im) 


Press the ‘@ key, repeatedly if necessary, to select 
the VFO mode. 

Set the desired VOR station’s frequencies in the 
NAV band (108.000 - 117.975 MHz) using the 
DIAL selector knob or keypad. 

Press the key followed by the key. The “ES 
” icon will blink, and the transmit frequency will 
appear on the display. 

Now set your radio’s transmit frequency, where the 
Flight Service Station will be listening for calls, us- 
ing the DIAL selector knob or keypad. 


Oo 


Press and hold in the key for 2 seconds to save 
the transmit frequency and return to the NAV band 


frequency. 

Press and hold in the PTT switch to transmit on the 
split transmit frequency. 

Release the PTT switch to return to the receive 
mode. 

To disable the “Split” function, set the receiving fre- 
quency to any frequency outside of the NAV band 
(the “E3” icon will disappear). 


Note: A split frequency can be programmed into each 
memory channel independently. Set a transmit frequen- 
cy before programming the memory channel, if desired. 
The split function on/off setting can also be programmed 
into a memory channel. 
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BRS (Business Rapio SERVICE) CHANNEL OPERATION (USA version oNLy) 
Recalling the BRS Channels 


\ 


O Press the @ key, re- 


peatedly if necessary, 
until “BRS” (Business 
Radio Service) appears 
on the display. In the 
BRS mode, you will see 
the previously-selected 
channel number appear- 
ing at the bottom of the 
“BRS” icon on the LCD. 

OF Rotate the DIAL selec- 

tor knob to select the desired BRS channel. 

O You may engage a CTCSS/DCS “Decoder” tem- 
porarily during BRS operation. Refer to the next 


BRS 151, 6250 


ch 
Peal | FM 
tS | 


BRS Banp FREQUENCY CHART 
151.6250 MHz 151.7750 MHz 
151.9550 MHz 151.8650 MHz 
154.5700 MHz 151.8950 MHz 
154.6000 MHz 151.9250 MHz 
151.7000 MHz 152.7000 MHz 
151.7600 MHz 154.4900 MHz 
151.5125 MHz 154.5150 MHz 
151.6550 MHz 154.5400 MHz 
151.6850 MHz 154.6000 MHz 
151.7150 MHz 154.6550 MHz 
151.7450 MHz 158.4000 MHz 


BRS 20 
BRS 21 
BRS 22 
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chapters for information on how this may enhance 
operation. 


© To exit the BRS mode, press the (@ key momen- 
tarily to return to the VFO mode. 


CTCSS Operation 

The FTA-720 can be used to silently monitor for calls 
on busy channels of the BRS band. The CTCSS decoder 
monitors receiver audio through a narrow filter at the 
same subaudible frequency, keeping the squelch closed 
until a matching tone is received. 


The CTCSS setup involves two actions: setting the Jone 
Mode and then setting of the Jone Frequency. These ac- 


tions are set up by using the and keys, or Menu 
Items (SQL Type) and (TONE Set). 


QO Press and hold the key for 3 seconds. This in- 
stantly recalls Menu Item (SQL Type). 

O Press the ‘@ key again to enable adjustment of this 
Menu Item. 

OF Rotate the DIAL selector knob so that “TSQ” to 
appears; this means that the CTCSS Decoder is ac- 
tive, which mutes your FTA-720’s receiver until 
it receives a call from another radio sending out a 
matching CTCSS tone. This can help keep your ra- 
dio quiet until a specific call is received, which may 


me] 
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be helpful while operating in congested areas. 

Note: You may notice an additional “DCS” icon ap- 
pearing while you rotate the DIAL selector knob in 
this step. We’ll discuss the Digital Code Squelch 
system shortly. 

When you have made your selection of the CTCSS 
Tone Mode, press the ‘@ key momentarily, then 
rotate the DIAL selector knob one click clockwise 
to select Menu Item (TONE Set). This Menu selec- 
tion allows setting of the CCTCSS Tone Frequency 
to be used. 

Press the ‘@ key to enable the adjustment of the 
CTCSS Tone Frequency. 

Rotate the DIAL selector knob until the display in- 
dicates the CTCSS Tone Frequency you need to be 
using. 

When you have made your selection, press the ‘@ 
key to save the new setting, then press the PTT key 
repetitively until the radio exits to normal operation. 


The “TS” icon will appear 
at the bottom of the display 
when the CTCSS Decoder is 
activated. 


Note: The FTA-720 will not “remember” the CTCSS 
Tone Mode and Tone Frequency. If you would like to 
maintain the CTCSS information permanently, we rec- 
ommend you store the channel information, including 
the CTCSS data, into a Memory Channel. See page 20 
for details regarding Memory storage. 


CTCSS TONE FREQUENCY (Hz) 


ch 


FTA-720 OPERATING MANUAL 


BRS (Business Rapio SERVICE) CHANNEL OPERATION 


DCS Operation 

Another form of tone access control is Digital Code 
Squelch, or DCS. It is a newer, more advanced tone sys- 
tem which generally provides more immunity from false 
paging than does CTCSS Decoder. The DCS Decoder is 
built into your FTA-720, and operation is very similar 
to that just described for CTCSS Decoder. 


Note: Just as in CTCSS Decoder, DCS Decoder requires 
that you set the Jone Mode to DCS and that you select a 
“Tone” Code. 


O Press and hold the key for 2 seconds. This in- 
stantly recalls Menu Item (SQL Type). 

OO Press the ‘@ key again to enable adjustment of this 
Menu Item. 

O Rotate the DIAL selector knob until “DCS” appears 
on the display; this activates the DCS Decoder. 

OO Press the ‘@ key momentarily, then rotate the 
DIAL selector knob two clicks clockwise to select 
Menu Item (DCS Set). 

OO Press the ‘@ key again to enable adjustment of this 
Menu Item. 

OF Rotate the DIAL selector knob to select the DCS 
code (a 3-digit number). 
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© When you have made your selection, press the @ 
key to save the new setting, then press the PTT key 
repetitively until the radio exits to normal operation. 


The “DCS” icon will appear at the bottom of the display 
when the DCS Decoder is activated. 


Note: The FTA-720 will not BRS l 4 | i ) H (| 
“remember” the DCS on/off ee 
status and DCS Code. If you FM 
would like to maintain the 
DCS information permanently, we recommend you store 
the channel information, including the DCS data, into 


a Memory Channel. See page 20 for details regarding 
Memory storage. 


DCS CODES 
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CTCSS/DCS Bell Operation 

During CTCSS Decoder or DCS Decoder operation, 
you may set the FTA-720 up such that a ringing “bell” 
sound alerts you to the fact that a call is coming in. Here 
is the procedure for activating the CTCSS/DCS Bell: 


© Set the transceiver up for CTCSS Decoder or DCS 

Decoder operation, as described previously. 

OO Press the key, then press the "@ key to acti- 

vate the Menu (“SET”) mode. 

O Rotate the DIAL selector knob to select Menu Item 
“2. Sound,” then press the @ key. 

O Rotate the DIAL selector knob to select Sub Menu 
Item “2. Bell,” then press the ‘@ key. 

OO Press the ‘@ key again to enable adjustment of this 

Menu Item. 

© Rotate the DIAL selector knob to select “ON” (to 

enable the CTCSS/DCS Bell). 


O Press the @ key to save the new setting, then 
press the PTT key repetitively until the radio exits 


to normal operation. 
(51, 00: 


When the CTCSS/DCS Bell 

feature is enabled, the “ji BR 

” icon appears at the bottom 1 sch FM 
center of the display. When a 


station calls you whose transceiver is sending a CTCSS 
tone or DCS code which matches that set into your de- 
coder, the “mg” icon will blink, the BUSY/TX indicator 
will flash in sequential colors, and a ringer will sound to 
get your attention. 
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Automatic Power-Off (APO) Feature 

The APO feature helps conserve battery life by automat- 
ically turning the radio off after a user-defined period of 
time within which there has been no dial or key activity. 
The available selections for the time before power-off 
are 0.5/1/8 hours, as well as APO Off. 


The default condition for the APO is OFF, and here is 
the procedure for activating it: 


O) Press the key, then press the ‘@ key to acti- 
vate the Menu (“SET”) mode. 


O Rotate the DIAL selector knob to select Menu Item 
“G. Misc Setup,” then press the ‘@ key. 

O Rotate the DIAL selector knob to select Sub Menu 
Item “1. APO,” then press the @ key. 

O Press the ‘@ key again to enable adjustment of this 
Menu Item. 

© Rotate the DIAL selector knob to select the desired 
time period after which the radio will automatically 
shut down. 

1 When you have made your selection, press the ‘@ 
key to save the new setting, then press the PTT key 
repetitively until the radio exits to normal operation. 


When the APO is activated, the “[4)” icon will appear 
at the center bottom on the LCD. If there is no action by 


FTA-720 OPERATING MANUAL 


you within the time interval 
programmed, the micropro- 
cessor will shut down the 
radio automatically. 


Just press and hold in the @vPwr) switch for 3 sec- 
onds to turn the transceiver back on after an APO shut- 


down, as usual. 


Transmitter Time-Out Timer (TOT) 

The TOT feature provides a safety switch which limits 
transmission to a pre-programmed value. This will pro- 
mote battery conservation by not allowing you to make 
excessively-long transmissions, and in the event of a 
stuck PTT switch (perhaps if the radio or a Speaker/Mic 
is wedged between aircraft’s seats) it can prevent inter- 
ference to other users as well as battery depletion. As 
configured at the factory the TOT feature is set to OFF, 
and here is the procedure for activating it: 


©) Press the key, then press the ‘@ key to acti- 
vate the Menu (“SET”) mode. 


O Rotate the DIAL selector knob to select Menu Item 
“4. Transmit,” then press the ‘@ key. 

O Rotate the DIAL selector knob to select Sub Menu 
Item “1. T.0.T.” then press the ‘@ key. 

O Press the ‘@ key again to enable adjustment of this 
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Menu Item. 
© Rotate the DIAL selector knob to set the Time-Out 
Timer to the desired “Maximum TX” time (1 min- 
ute, 3 minutes or 5 minutes). 
C When you have made your selection, press the @ 
key to save the new setting, then press the PTT key 
repetitively until the radio exit to normal operation. 


Note: Because battery life is significantly enhanced by 
making only brief transmissions from your radio, try 
setting your FTA-720’s TOT function to time out at one 
minute. 


Programming the Key Assignments 

The "@ key is a user-programmable key that may be set 
up for a pair of functions you use particularly frequently. 
The default "@ key functions, as set up at the factory, 
have been assigned to the ANL feature (press key) and 
to the “Large Font” feature (press and hold key) at the 
factory. These may be changed by the user, if you wish 
to utilize another function or functions. 


To program the function assigned to a key: 

OO Press the key, then press the ‘@ key to acti- 

vate the Menu (“SET”) mode. 

O Rotate the DIAL selector knob to select Menu Item 
“5. Key Set,” then press the @ key. 


O Rotate the DIAL selector knob to select Sub Menu 
Item “3. USER 1” (for the “press key” function) or 
“4. USER 2” (for the “press and hold key” func- 
tion), then press the @ key. 

OO Press the ‘@ key again to enable adjustment of this 

Menu Item. 

0 Rotate the DIAL selector knob to select the function 
you wish to assign to the button you selected in the 
previous step. The available choices are: 


ANL: Activates the Automatic Noise Limiter 
in the AM mode. 
FER: Exchanges the display locations be- 


tween the “frequency” and “Alpha- 
numeric Tag” modes while operate 
on the “Memory,” “Book Memory,” 
and “WX” modes. This also may be 
used to exchange the display location 
between the “frequency” and “Course 
Indicator and TO/FROM flag” options 
while operating on the “NAV” band. 

SPEC Start: Activates the Spectrum Scope Monitor 
feature. 

Large Font: Switches the frequency display be- 
tween the “Large Character” and 
“Small Character” modes. 

None 
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When you have made your selection, press the ‘@ 
key to save the new setting, then press the PTT key 
repetitively until the radio exits to normal operation. 


Display Customization 


Display Contrast 
The LCD’s contrast may be adjusted using the Menu. 


Oo 


im) 


Press the key, then press the ‘@ key to acti- 
vate the Menu (“SET”) mode. 


Rotate the DIAL selector knob to select Menu Item 
“4. Display,” then press the @ key. 

Rotate the DIAL selector knob to select Sub Menu 
Item “4. Contrast,” then press the @ key. 

Press the ‘@ key again to enable adjustment of this 
Menu Item. 

Rotate the DIAL selector knob to adjust the contrast. 
As you make the adjustment, you will be able to see 
the effects of your changes. 

When you have made your selection, press the ‘@ 
key to save the new setting, then press the PTT key 
repetitively until the radio exits to normal operation. 
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Display Dimmer 
The LCD illumination may be adjusted using the Menu, 


as well. 


Oo 


im 


Press the key, then press the ‘@ key to acti- 
vate the Menu (“SET’’) mode. 


Rotate the DIAL selector knob to select Menu Item 
“4. Display,” then press the @ key. 

Rotate the DIAL selector knob to select Sub Menu 
Item “5. Dimmer,” then press the ‘@ key. 

Press the ‘@ key again to enable adjustment of this 
Menu Item. 

Rotate the DIAL selector knob to adjust the display 
illumination for a comfortable brightness level. As 
you make the adjustment, you will be able to see the 
effects of your changes. 

When you have made your selection, press the ‘@ 
key to save the new setting, then press the PTT key 
repetitively until the radio exits to normal operation. 
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TX/BUSY Indicator Customization 
Default TX/BUSY illumination colors have been as- 
signed at the factory. These may be changed by the user, 
if you wish to utilize another custom-designed color 
hue. The Red, Green, and Blue elements of each color’s 
composition may be adjusted individually! 


Press the key, then press the ‘@ key to acti- 
vate the Menu (“SET”) mode. 


Rotate the DIAL selector knob to select Menu Item 
“4. Display,” then press the @ key. 

Rotate the DIAL selector knob to select Sub Menu 
Item “8. RX LED” when you wish to change the 
BUSY indicator’s color, or Sub Menu Item “9. TX 
LED” when you wish to change the TX indicator’s 
color, then press the ‘@ key. 

Press the ‘@ key again to enable adjustment of the 
selected Menu item. 

Rotate the DIAL selector knob to adjust the “R” 
(red) element of the color; you will be able to see 
the effects of your changes. The degree of color hue 
is designated in a numerical scale of “OOO” through 
“255,” and you may adjust the display’s red com- 
ponent until it is just the way you want it. As you 
make the adjustment, you will be able to see the ef- 
fects of your changes. 


O Press the ‘@ key again, then rotate the DIAL se- 
lector knob to adjust the “G” (green) element of the 
color. 

© Repeat the process described above to adjust the “B” 
(blue) element of the color. 

OF Press the @ key to save the new setting, then 
press the PTT key repetitively until the radio exits 
to normal operation. 


Note: You may also change the indicator’s color of the 
Emergency lamp, Weather Alert lamp, and Over-Heating 
lamp by the Menu Items. See page 49 for details. 
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Changing the Channel Steps 

The FTA-720 allows you to choose channel steps in the 
FM broadcast band: 5/10/12.5/15/20/25/50/100 kHz per 
step. The FTA-720 is set up at the factory to 100 kHz 
which probably is satisfactory for most operation. How- 
ever, if you need to change the channel step increments, 
the procedure to do so is very easy. 


© Press and hold in the key for 2 seconds. This in- 
stantly recalls Menu Item (Step). 

O Press the ‘@ key again to enable adjustment of this 
Menu Item. 

© Rotate the DIAL selector knob select the new chan- 
nel step size. 

When you have made your selection, press the @ 
key to save the new setting, then press the PTT key 
repetitively until the radio exit to normal operation. 


Note: The FTA-720 does not allow you to change the 
channel steps in the Air band. On the Air band, the steps 
are fixed at 25 kHz/step. 
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The FTA-720’s “Book” Memories also allow the user 
to store, label, and recall channel frequencies which you 
may want to use frequently by placing the FTA-720 into 
the “Field Programming mode.” 


Memory Storage 


a) 


Press and hold in both the PTT switch and key, 
while turning the radio on, to activate the Field Pro- 
gramming Mode. “FD” will appear at the upper left 
corner on the display. 

Select the desired frequency to be stored in the 
Book Memory. 

Press and hold in the key for 2 seconds. The 
display will indicate a “Book” memory channel 
number will blink on the LCD. 

Within five seconds of releasing the key, rotate 
the DIAL selector knob to select the desired mem- 
ory channel number for storage. In order to prevent 
writing over memory channels, a «l= icon will 
appear at the right of the channel number to indicate 
if the memory channel is vacant. 

Now press and hold in the key for 3 seconds; 
you will now see the blinking “A” character on the 
LCD. To attach an alpha/numeric name (label) to 
the memory, proceed to the next step; otherwise 


press and hold in the key for 2 seconds to save 


Oo 


the entry and exit. 

To label a memory with an alpha/numeric name, the 
next step is to use the DIAL selector knob to select 
any of the 125 available characters (including let- 
ters, numbers, and special symbols). Press the @ 
key repeatedly to recall the desired letter, number, 
and symbol in the first charactor slot (a >. >0O7 
A> a...). When the desired first character appears, 
press the ‘@ key momentarily to select it and move 
on to the next character. 

Select succeeding characters in the same manner, 
pressing the ‘@ key momentarily after each selec- 
tion. 

After entering the entire name (eight characters 
maximum), press the key for 2 seconds to save 
all data for the channel. 

Turn the radio off, then turn the radio back on again 
to begin normal operation. 
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Deleting Memories 


a) 


Press and hold in both the PTT switch and key, 
while turning the radio on, to activate the Field Pro- 
gramming Mode. “FD” will appear at the upper left 
corner on the display. | | 

Press and hold in the key for 2 seconds. The 
display will indicate a “Book” memory channel 
number will blink on the LCD. cum 

Within five seconds of releasing the key, rotate 
the DIAL selector knob to select the memory chan- 
nel number you wish to delete. 

Press the ‘@ key momentarily. The previously- 
selected memory will be deleted. 

Turn the radio off, then turn the radio back on again 
to begin normal operation. 
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CPU RESETTING 


In some instances of erratic or unpredictable operation, 
the cause may be corruption of data in the microproces- 
sor (due to static electricity, etc.). If this happens, reset- 
ting of the microprocessor may restore normal opera- 
tion. Note that all memories will be erased if you do a 
complete microprocessor reset, as described below. 


To clear all memories and other settings to factory de- 
faults: 


1. 
2 


Turn the radio off. 


Press and hold in the key, and the MONITOR 
button, while turning the radio on. 


Notice 
Should you perform a microprocessor reset, the 
default setting of the LCD Contrast may be too 
dark for easy viewing. If so, the LCD Contrast 


may beeasily adjusted; please follow the in- 
structions for Set Mode Item “Display Setup 4: 
Contrast” as described onpages 46 and 48. 
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TIMER MobeE 


The FTA-720 provides both “STOP WATCH” and 
“COUNT DOWN” timers. These may be used for a va- 
riety of time-keeping purposes. 


1. Press and hold in the 


@ key while tuning the 00:QQc0 
radio on, to activate the or ee 

, PJs M]MODE 
Timer Mode. = 


2. Press the MONITOR key to toggle the Timer be- 
tween “STOP WATCH” timer and “COUNT DOWN” 
timer. If you select the “COUNT DOWN?” timer, ro- 
tate the DIAL knob to set the values for the timers (1 
minutes —59 minutes). 

3. Press the PTT switch to start/stop the timer. 
Turning the radio off, then on again, will return the 
FTA-720 to normal operation. 


Menu (“Set”) Move 


The Menu system allows certain aspects of your radio’s 
configuration to be customized for your personal operat- 
ing convenience. We do not recommend that any of the 
default settings be changed, however, until you are thor- 
oughly familiar with the operation of the FTA-720. 


Here is the procedure for initiating Menu configuration 
changes: 


©) Press the key, then press the ‘@ key, to acti- 
vate the Menu (“SET”) mode. 


© Rotate the DIAL selector knob to select the “Main” 
Menu, then press the ‘@ key. 

© Rotate the DIAL selector knob to select the “Sub” 
Menu item you wish to view and/or modify, then 
press the ‘@ key. 

O Once you have selected the desired Menu Item, 
press the ‘@ key once to view the current setting 
for the item. 

O Rotate the DIAL selector knob to change the setting 

of the item (ON to OFF, etc.). 

Press the ‘@ key again to save your new setting. 

Press the PTT key repetitively until the radio exits 

to normal operation. 


Od 
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MENU Listing 


A listing of the Menu items available via the SET mode may be found below. 


Set Mode Rem 


Available Values (Default: Bold Itaric) 


1. Scan Lamp Enables/Disables the Scan lamp while paused during scanning. 


On | Off 


2. Backlight Selects the Display illumination Mode. 


Key / Off / On 


3. Large Font 


Selects the frequency display between the “Large Character’ and “Small Character” modes. 


Off / On 


4. Contrast Setting of the display contrast. 


00 - 15 (06) 


5. Dimmer Setting of the display brightness level. 


IV1-LV4(LV3) 


6. Meter Symbol Selects the S- & TX PO meter symbol. 


Four patterns 


7. Display Mode Selects the display of the sensor units’ information. 


Off / Temp / Volt 


8. RX LED Edits the BUSY indicator color. 


R: 000 - 255, G: 000 - 255, B: 000 - 255 


9. TX LED Edits the TX indicator color. 


R: 000 - 255, G: 000 - 255, B: 000 - 255 


10. EMG LED Edits the Emergency lamp color. 


R: 000 - 255, G: 000 - 255, B: 000 - 255 


11. Alert LED Edits the Weather Alert lamp color. 


R: 000 - 255, G: 000 - 255, B: 000 - 255 


12. TEMP LED Edits the Over Heating lamp color. 


2. Sound 1. Beeper Select the Keypad beeper tone. 


R: 000 - 255, G: 000 - 255, B: 000 - 255 
On/ DIME / Off 


2. Bel Enables/disables the Bell Ringer function. 


On | Off 


3. PowerOn Beep | Selects the Power-on beep. 
3. Receive 1. SQ| is the Squelch threshold level for the AM and FM modes. 


Off / 1/2/3 


2. FM Radio SOL s the Squelch threshold level for the FM BC Band. 


3.Resume lects the Scan Resume mode. 


5secs / Busy 


4. DW/PRI lects the Dual Watch/Priority Function. 


DW/PRI 


5. RX Save lects the Receive-mode Battery Saver “sleep” ratio. 


ABS/1:1/1:2/1:3/1:4/1:5/Off 


6. Step ting of the synthesizer steps. 


5k / 10k / 12.5k / 15k /20k / 25k / 50k / 100k 


7. PRI Time lects the Priority Checking Time. 


500ms/ 1s/1.5s / 2s/2.5s / 3s 


8. SPECT Width lects the visible bandwidth of the Spectrum Analyzer. 


£30ch / +15ch 


9. SQL Type lects the Tone Decoder mode. 


Off / TSQ/ DCS 


10. TONE Set iting of the CTCSS Tone Frequency. 


39 standard CTCSS tones (67.0 Hz) 


11. DCS Set ting of the DCS Code. 
4. Transmit 1.7.0.1 Setting of the Time-Out Timer Countdown Time. 


1. Lock Mode lects the Control Locking lockout combination. 


106 standard DCS codes (023) 
Off! Amin / 3min/ Smin 
DIAL/ KEY/ KEY+DIAL /PTT / DIAL+PTT /KEY+PTT /ALL 


2. [121.5] ects the primary [121.5(HOME)] key function 


121.5 / HOME 


3. USER 1 Programming the [USER] key assignment (momentary-press mode). 


ANL / XFER/ SPEC Start / Large Font / None 


4. USER 2 Programming the [USER] key (press and holding) assignment. 


6. Misc. Setup 1. APO lects the Auto Power Off time (time before power goes off). 


ANL/ XFER/ SPEC Start / Large Font / None 
Off/0.5h/ 1h/ 8h 


2. Emergency Selects the Emergency feature. 


121.5 / LED+121.5/ LED 


3. WX Alert Selects the Alert functions when receiving the Weather Alert Signal on the WX Channel. 


Alrt Off / Beep / LED /Beep+LED 


4. TEMP Unit Selects the measurement units for the Temperature sensor. 


FIC 


5. TEMP Check Enables/Disables the Over-Heating Alarm. 


Off / On 


6. TEMP Set Program the threshold temperature for the “High-Temperature” indicator. 


[32.0 °F (0 °C)] ~ [230.0 F (110 °C)] (122.0 °F (50 °C))) 


7. Bandwidth Selects the receiving bandwidth on the BRS Band. 


7. Option 1. Internal MIC Internal Microphone On/Off. 


Wide/Narrow 
Off / On 


2. TEMP Offset Correcting the Thermometer setting. 


[22.8 °F (12.7 °C] =[+22.8 °F (H12.7 “C)] ((0 °F (50 C))) 


3. Clock Shift CPU Clock Shift. 
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1. Display 

1. Scan Lamp 

Function: Enables/Disables the Scan lamp while paused 
during scanning. 

Available Values: On/Off 

Default Setting: On 


2. Backlight 

Function: Selects the Display illumination Mode. 

Available Values: Key/Off/On 

Default Setting: Key 

Key: Illuminates the Display Lamp for 5 seconds when 
any front panel key is pressed. 

Off: Disables the Display lamp. 

On: Illuminates the Display lamp continuously. 


3. Large Font 

Function: Selects the frequency display between the 
“Large Character” and “Small Character” modes. 
Available Values: Off/On 

Default Setting: On 


4. Contrast 

Function: Setting of the display contrast. 
Available Values: 00 - 15 

Default Setting: 06 


5. Dimmer 

Function: Setting of the display brightness level. 
Available Values: LV 1 - LV 4 

Default Setting: LV 3 


6. Meter Symbol 

Function: Selects the S- & TX PO meter symbol. 
Available Values: Four patterns 

PELE EL LCL sl | 

11 |—|—|5 |—|—| 5-48 

com ee EE, 

33333333 

Default Setting: aommmmemennGlb 


7. Display Mode 

Function: Selects the display of the sensor units’ infor- 

mation. 

Available Values: Off/Temp/Volt 

Default Setting: Off 

Off: Disables the sensor information. 

Temp: Indicates the current temperature inside the trans- 
ceiver’s case. 


Volt: Indicates the battery voltage and battery type. 
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8. RX LED 

Function: Edits the BUSY indicator color. 

Available Values: Individual adjustments of the Red, 
Green, and Blue color hue may be performed, on a nu- 
merical scale of “000” to “255.” See page 42 for details. 
Default Setting: Green (R000, G065, B000) 


9. TX LED 

Function: Edits the TX indicator color. 

Available Values: Individual adjustments of the Red, 
Green, and Blue color hue may be performed, on a nu- 
merical scale of “000” to “255.” See page 42 for details. 
Default Setting: Red (R111, G000, B000) 


10. EMG LED 

Function: Edits the Emergency lamp color. 

Available Values: Individual adjustments of the Red, 
Green, and Blue color hue may be performed, on a nu- 
merical scale of “000” to “255.” See page 42 for details. 
Default Setting: White (R127, G127, B127) 


11. Alert LED 

Function: Edits the Weather Alert lamp color. 
Available Values: Individual adjustments of the Red, 
Green, and Blue color hue may be performed, on a nu- 
merical scale of “000” to “255.” See page 42 for details. 
Default Setting: Green (R000, G127, B000) 
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12. TEMP LED 

Function: Edits the Over Heating lamp color. This is a 
display seen when the temperature exceeds the threshold 
set via the “TEMP Set” setting (see page 53). 

Available Values: Individual adjustments of the Red, 
Green, and Blue color hue may be performed, on a nu- 
merical scale of “000” to “255.” See page 42 for details. 
Default Setting: Light Blue (R127, G000, B127) 


2. SounpD 

1. Beeper 

Function: Select the Keypad beeper tone. 

Available Values: On/DTMF/Off 

Default Setting: On 

On: Enables the keypad beeper. 

DTME: Enables the keypad beeper with DTMF tones. 
Off: Disables the keypad beeper. 


2. Bell 

Function: Enables/disables the Bell Ringer function. 
Available Values: On/Off 

Default Setting: Off 
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3. Power On Beep 

Function: Selects the Power-on beep. 
Available Values: Off/Mode 1/Mode 2/Mode 3 
Default Setting: Mode 1| 


3. RECEIVE 

1. SQL 

Function: Sets the Squelch threshold level for the AM 
and FM Narrow modes. 

Available Values: 0 - 8 

Default Setting: 6 


2. FM Radio SQL 

Function: Sets the Squelch threshold level for the FM 
BC Band. 

Available Values: 0 - 8 

Default Setting: 3 


3. Resume 

Function: Selects the Scan Resume mode. 

Available Values: Ssecs/Busy 

Default Setting: Ssecs 

5secs: The scanner will hold for 5 seconds, then resume 
whether or not the other station is still transmitting. 

Busy: The scanner will hold until the signal disappears, 
then will resume when the carrier drops. 


4. DW/PRI 

Function: Selects the Dual Watch/Priority Function. 
Available Values: DW/PRI 

Default Setting: DW 


5. RX Save 

Function: Selects the Receive-mode Battery Saver 

“sleep” ratio. 

Available Values: ABS/1:1/1:2/1:3/1:4/1:5/Off 

Default Setting: ABS 

The setting of “1:5” will promote the greatest conserva- 

tion of battery capacity, but the receiver’s response time 

to incoming calls will be slowed somewhat. 

ABS: Automatic Battery Saver, based on activity on the 
receiver. 

Note: This feature cannot be activated during Scan or 

Dual Watch/Priority operation. 


6. Step 


Function: Setting of the synthesizer steps. 
Available Values: 5k/10k/12.5k/15k/20k/25k/50k/100k 
Default Setting: Depends on the operating band. 
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7. PRI Time 

Function: Selects the Priority Checking Time. 
Available Values: 500ms/1s/1.5s/2s/2.5s/3s 

Default Setting: 2s 

This Menu Item allows you to define how often the Pri- 
ority Channel will be checked for activity. 

Note: The Dual Watch Polling time is 500ms (fixed). 


8. SPECT Width 

Function: Selects the visible bandwidth of the Spectrum 
Analyzer. 

Available Values: +30ch/+15ch 

Default Setting: +30ch 


9. SQL Type 

Function: Selects the Tone Decoder mode. 

Available Values: Off/TSQ/DCS 

Default Setting: Off 

TSQ: CTCSS Decoder 

DCS: Digital Coded Squelch Decoder 

Note: This Menu Item may only be used on BRS Memory 
channels (it will not engage on other bands or channels). 


10. TONE Set 

Function: Setting of the CTCSS Tone Frequency. 
Available Values: 39 standard CTCSS tones. 
Default Setting: 67.0Hz 
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11. DCS Set 

Function: Setting of the DCS Code. 
Available Values: 106 standard DCS codes. 
Default Setting: 023 


CTCSS TONE FREQUENCY (Hz) 
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4. TRANSMIT 
1. T.0.T 


Function: Setting of the Time-Out Timer Countdown 
Time. 

Available Values: Off/1min/3min/Smin 

Default Setting: Off 

The Time-Out Timer shuts off the transceiver after con- 
tinuous transmission exceeds the programmed time. 


5. Key Set 

1. Lock Mode 

Function: Selects the Control Locking lockout combi- 
nation. 

Available Values: DIAL/KEY/KEY+DIAL/PTT/ 
DIAL+PTT/KEY+PTT/ALL 

Default Setting: KEY 


2. [121.5] 

Function: Selects the key function. 

Available Values: 121.5/HOME 

Default Setting: 121.5 

121.5: Pressing this key instantly recall a 121.5 MHz 
“Emergency” channel. 

HOME: Pressing this key instantly recalls a favorite 
“Home” channel. 


3. USER 1 

Function: Programming the "@ key assignment (mo- 
mentary-press mode). 

Available Values: ANL/XFER/SPEC Start/Large Font/ 
None 

Default Setting: ANL 

See page 40 for details. 


4. USER 2 

Function: Programming the "@ key (press and hold- 
ing) assignment. 

Available Values: ANL/XFER/SPEC Start/Large Font/ 
None 

Default Setting: Large Font 

See page 40 for details. 


6. Misc SETuP 

1. APO 

Function: Selects the Auto Power Off time (time before 
power goes off). 

Available Values: Off/0.5h/1h/8h 

Default Setting: Off 
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2. Emergency 

Function: Selects the Emergency feature. 

Available Values: 121.5/LED+121.5/LED 

Default Setting: LED+121.5 

121.5: Pressing the key momentarily access- 
es the 121.5 MHz Emergency Frequency. 

LED+121.5: Pressing the key momentarily access- 
es the 121.5 MHz Emergency Frequency 
and flashes the BUSY/TX lamp. 


LED: Pressing the key momentarily flashes 
the BUSY/TX lamp. 
3. WX Alert 


Function: Selects the Alert functions when receiving the 
Weather Alert Signal on the WX Channel. 

Available Values: Alrt Off/Beep/LED/Beep+LED 
Default Setting: Alrt Off 


Alrt Off: Disables the Alert function 

Beep: Sounds a loud beep when receiving the 
Weather Alert Signal. 

LED: Illuminate the BUSY/TX lamp when re- 


ceiving the Weather Alert Signal 

Beep+LED: Sounds a loud beep and illuminates the 
BUSY/TX lamp when receiving the Weath- 
er Alert Signal. 
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4. TEMP Unit 

Function: Selects the measurement units for the Tem- 
perature sensor. 

Available Values: °F/°C 

Default Setting: °F 


5. TEMP Check 

Function: Enables/Disables the Over-Heating Alarm 
Available Values: Off/On 

Default Setting: Off 


6. TEMP Set 

Function: When the “TEMP Check” Menu item is set to 
“On,” and the temperature passes through the threshold 
set in this step, the BUSY/TX indicator will change col- 
ors, to alert you to the high temperature condition. The 
color of the “High Temperature” indication is set via the 
“TEMP LED” Menu setting (page 49). 

Available Values: [32.0 °F (0 °C)] - [230.0 °F (110 °C)] 
Default Setting: [122.0 °F (50 °C)] 

NOTE: When the temperature reaches approximately 
220 °F (105 °C), the radio will disable transmission, to 
allow the radio to cool off. 
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7. Bandwidth 

Function: Selects the receiving bandwidth of the BRS 
Memory Channel. 

Available Values: Wide (+25 kHz)/Narrow (+12.5 kHz) 
Default Setting: Wide (+25 kHz) 


7. OPTION 

1. Internal MIC 

Function: Internal Microphone On/Off 

Available Values: Off/On 

Default Setting: Off 

This controls the status of the radio’s internal micro- 
phone when an external microphone (such as the MH- 
4448 Speaker Microphone or an aviation headset con- 
nected via the CT-96 Headset Cable) is in use. In most 
applications, set this Menu Item to “Off? for proper 
operation (this disables the internal microphone). The 
internal microphone will still function normally when 
the external microphone is disconnected. 


2. TEMP Offset 

Function: Correcting the Thermometer setting 
Available Values: [—22.8 °F (—12.7 °C)] - [+22.8 °F 
(+12.7 °C)] 

Default Setting: 0.0 °F (0.0 °C) 

This allows you to calibrate the internal thermometer 
with a known-to be-accurate source. 


3. Clock Shift 

Function: CPU Clock Shift 

Available Values: Off/On 

Default Setting: Off 

This function is only used to move a spurious response 
“birdie” should it fall on a desired frequency. Consult 
your Yaesu dealer for details regarding this function. 


FTA-720 OPERATING MANUAL 


FTA-720 OPERATING MANUAL 


Notes 


a] 


56 


General 
Frequency Range: 


Channel Spacing: 
Emission Type: 


Supply Voltage: 
Current Consumption (approx. ): 


Temperature Range: 
Case Size (WxHxD): 
Weight (approx.): 


SPECIFICATIONS 


TX 118.000 - 136.975 MHz (COM Band) 
RX 88.000 - 108.000MHz (FM BC Band), 
108.000 - 117.975 MHz (NAV Band), 
118.000 - 136.975 MHz (COM Band), 
151.5125 - 158.400MHz (BRS Memory Channels), 
Weather Channel (WX-01 - WX-10) 
25 kHz (AIR Band), 
5/10/12.5/15/20/25/50/100 kHz (FM BC Band) 
TX: AM, 
RX: AM & FM 
4.5 - 15.0 VDC 
250 uA (Power off), 35 mA (Battery saver on, save ratio 1:5), 
60 mA (Squelch on), 180 mA (Receive), 
800 mA (Transmit AM: 1.5W Carrier @ 7.4V), 
400 mA (Transmit AM: 0.3W Carrier @ 4.5V) 
—22 °F to +140 °F (—30 °C to +60 °C) 
2.36” x 3.78” x 1.12” (60 x 96 x 28.5 mm) w/FNB-80LI 
9.9 oz. (280 grams) with FNB-80LI, antenna 


Specification are subject to change without notice. 
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Receiver 
Circuit Type: 
IFs: 


Sensitivity: 


Selectivity: 
Adjacent Ch. Selectivity: 


AF Output: 


Transmitter 
Power Output: 


Frequency Stability: 
Modulation System: 
Spurious Emission: 
Int. Microphone Type: 
Ext. Mic. Impedance: 


SPECIFICATIONS 


Double-conversion Superheterodyne 

35.4 MHz & 450 kHz (AM / NFM ), 

45.65 MHz & 10.7MHz ( WFM ) 

88-108 MHz: better than 2 nV (for 12 dB SINAD with | kHz tone @ 22.5 kHz deviation) 
108 MHz-137 MHz: better than 1 pV (for 6 dB S/N with | kHz tone @ 30 % modulation) 
BRS-01 - BRS-21: better than 0.32 V (for 12 dB S/N with | kHz tone @ 3.5 kHz deviation) 
WX-01 - WX-10: better than 0.4 pV (for 12 dB S/N with | kHz tone @ 3.5 kHz deviation) 
AM/FM: more than 8 kHz/—6 dB, 

WFM: more than 200 kHz/-6 dB 

AM/FM: less than 25 kHz/—60 dB, 

WFM: less than 300 kHz/—20 dB 

0.2 W @ 8 Ohms, 10 % THD @ 7.4V 

0.4 W @ 8 Ohms, 10 % THD @ 13.8V 


118 MHz-137 MHz: AM: 5.0 W (PEP), 1.5 W (Carrier Power) @ 7.4 V 
Better than +2.5 ppm (—22 °F to 140 °F/-30 °C to +60 °C) 

AM: Low Level Modulation 

Better than 60 dB below carrier 

Condenser 

150 Ohms 
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Accessories & OPTIONS 


Supplied Accessories 

Li-Ion Battery Pack (7.4 V) FNB-80LLI ..................0.. 
Battery Charger PA-48B or PA-48C 0.0... eee 
Helical Antenna YHA-74 oo. eeeeeeeeeeeeeneeneeees 


Headset Cable 


CT-96 cossdstsnadnnniacighiitnien: 


Operating Manual ....0.....ccccceececceseeseeseeeeeeneeceeneeeeenaees 


Warranty Card 


Available Options 

MH-44B4B Speaker Microphone 

PA-48B/C* Battery Charger 

FBA-23 Alkaline Battery Case 

CD-15A Desktop Rapid Charger 

E-DC-5B DC Cable w/Noise Filter 

E-DC-6 DC Cable; plug and wire only 

* “B” suffix is for use with 100-240 VAC, Type-A 


OO 


plug or “C” suffix is for use with 100-240 VAC, 
Type-C plug. 


Availability of accessories may vary. 

Some accessories are supplied as standard per local 
requirements, while others may be unavailable in 
some regions. 

Consult your Yaesu Dealer for details regarding 
these and any newly-available options. 

Connection of any non-Yaesu-approved accessory, 
should it cause damage, may void the Limited War- 
ranty on this apparatus. 

This product is designed to perform optimally when 
used with genuine Yaesu accessories. Yaesu shall 
not be liable for any damage to this product and/ 
or accidents such as fire, leakage or explosion of a 
battery pack, etc., caused by the malfunction of non- 
Yaesu accessories. 
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PTT Switch (not supplied) 
An external PTT switch is 
required for use with an 
aviation headset. 


Headset 
(not supplied) 


CT-96 
Headset Cable 


E-DC-5B 
_ External Power Cable (Option) 
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TROUBLESHOOTING 


QUESTION 
When connecting the CT-96 headset cable be- This happens when the connector on the CT-96 headset cable is simply 
tween the radio and a headset, the red transmit pushed into the MIC/EAR jack. 

LED on the radio turns on and the radio cannot be The jack must be screwed into the MIC/EAR jack to make proper con- 
operated. tacts within the radio. 


Can I purchase the optional PTT Switch from Contact your Aviation dealer for details on purchasing an aftermarket 
Yaesu? Push-To-Talk switch. 


Will my headset work with this radio? The CT-96 headset cable is made to operate with most headsets; however 
to be concretely sure check with the headset manufacturer providing the 
wiring shown below. Please confirm the connections and connector sizes 
are correct. 


Speaker 


7 —— ain | PJ-055 


(accepts 0.25” phone plug) 


Microphone 
ut [] PJ-068 
(accepts 0.206” phone plug) 


i Ground 
= 
MIC Headset Note: 
—- PTT Earphone (speaker) Impedance: 8 Q or above 
Speaker MIC Impedance: 150 Q +20% 
PTT pressed: Ground 
sores PTT not pressed: Open 


FTA-720 OPERATING MANUAL 


Book Memory CHANNEL LIST (USA Version: Factory DEFAULT) 
31 


Atpua Tac |FRequency (MHz) Note 


AIR-AIR 


123.450 


Unofficial Air-Air 


Apna Tac |FRequency (MHz) NoTE 


ARTCC 07 


136.175 


Air Traffic Control General Use 


AIR-AIR 


131.800 


Air to Air 


ARTCC 08 


136.225 


Air Traffic Control General Use 


ARINC 01 


136.500 


Aeronautical Enroute Channe 


ARTCC 09 


136.250 


Air Traffic Control General Use 


ARINC 02 


136.525 


Aeronautical Enroute Channe 


ARTCC 10 


136.300 


Air Traffic Control General Use 


ARINC 03 


136.550 


Aeronautical Enroute Channe 


ARTCC 11 


136.325 


Air Traffic Control General Use 


ARINC 04 


136.575 


Aeronautical Enroute Channe 


ARTCC 12 


136.350 


Air Traffic Control General Use 


ARINC 05 


136.600 


Aeronautical Enroute Channe 


ARTCC 13 


136.400 


Air Traffic Control General Use 


ARINC 06 


136.625 


Aeronautical Enroute Channe 


ARTCC 14 


136.425 


Air Traffic Control General Use 


OO} CO} ND] on) BR] Oo} rh) = 


ARINC 07 


136.650 


Aeronautical Enroute Channe 


ARTCC 15 


136.450 


Air Traffic Control General Use 


ARINC 08 


136.675 


Aeronautical Enroute Channe 


FAS 


122.000 


Enroute Flight Advisory Service 


ARINC 09 


136.700 


Aeronautical Enroute Channe 


FOREST 


122.925 


Forest Management 


ARINC 10 


136.725 


Aeronautical Enroute Channe 


FSS 


123.600 


Flight Service Station 


ARINC 11 


136.750 


Aeronautical Enroute Channe 


HLC AIR 


123.025 


Helicopter Air to Air 


ARINC 12 


136.775 


Aeronautical Enroute Channe 


INTL G/C 


130.700 


International Gulf/Caribbean 


ARINC 13 


136.800 


Aeronautical Enroute Channe 


INTL NY 


129.900 


International New York 


ARINC 14 


136.825 


Aeronautical Enroute Channe 


INTL SF 


131.950 


International San Francisco 


ARINC 15 


136.850 


Aeronautical Enroute Channe 


MIL TWR 


126.200 


Military Tower 


ARINC 16 


136.875 


Aeronautical Enroute Channe 


RESCUE 


123.100 


Search and Rescue 


ARINC 17 


136.900 


Aeronautical Enroute Channe 


RESCUE T 


122.900 


Training Search and Rescue 


ARINC 18 


136.925 


Aeronautical Enroute Channe 


SCHOOL 1 


123.300 


Flight Schools 


ARINC 19 


136.950 


Aeronautical Enroute Channe 


SCHOOL 2 


123.500 


Flight Schools 


ARINC 20 


136.925 


Aeronautical Enroute Channe 


UNICOM 1 


122.700 


Unicom-Airports without towers 


ARINC 21 


136.950 


Aeronautical Enroute Channe 


UNICOM 2 


122.725 


Unicom-Private Airports 


ARINC 22 


136.975 


Aeronautical Enroute Channe 


UNICOM 3 


122.750 


Unicom-Air to Air 


ARTCC 01 


136.000 


Air Traffic Control General Use 


UNICOM 4 


122.800 


Unicom-Airports without towers 


ARTCC 02 


136.025 


Air Traffic Control General Use 


UNICOM 5 


122.950 


Unicom-Airports with towers 


ARTCC 03 


136.050 


Air Traffic Control General Use 


UNICOM 6 


123.000 


Unicom-Airports without towers 


ARTCC 04 


136.075 


Air Traffic Control General Use 


UNICOM 7 


123.050 


Unicom-Heliports 


ARTCC 05 


136.125 


Air Traffic Control General Use 


UNICOM 8 


123.075 


Unicom-Heliports 


ARTCC 06 


136.150 


Air Traffic Control General Use 
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Book Memory CHANNEL LIST (EXP Version: Factory Derautt) 


Apa Tac | Frequency (MHz NoTE CH No. 
AMS VMT 126.200 AMSTERDAM MET BROADCAST WAW VMT 127.600 WARSAW VOLMET 

ANK VMT 127.000 ANKARA (ESENBOGA MET BROADCAST) ZRH VMT 127.200 ZURICH MET 

ATH VMT 127.800 ATHENS(ATHINAI VOLMET) AMS ATIS 132.975 AMSTERDAM(Schiphol) 

BCN VMT 127.600 BARCELONA AMS ATIS 122.200 AMSTERDAM(Schiphol) 

BEG VMT 126.400 BELGRADE VOLMET ESB ATIS 123.600 ANKARA(Esenboga) 

BER VMT 128.400 BERLIN VOLMET ATHATIS 123.400 ATHENS. 
BOO VMT 124.250 BODO VOLMET BCNATIS 118.650 BARCELONA 
BOD1 VMT 126.400 BORDEAUX RADIO BEG ATIS 119.500 BELGRADE 
BOD2 VMT 127.000 BORDEAUX RADIO TXLATIS 125.900 BERLIN(Tegel) 
10 BRU VMT 127.800 BRUSSELS BOO ATIS 123.900 BODO 
11 BUH VMT 126.800 BUCHAREST VOLMET BOD ATIS 131.150 BORDEAUX(Merignac) 
12 BUD VMT 127.400 BUDAPEST VOLMET BRU ATIS 132.475 BRUSSELS(National) 

13 CPH VMT 127.000 COPENHAGEN VOLMET OTPATIS 118.500 BUCHAREST (Otopeni) 
14 DUB VMT 127.000 DUBLIN VOLMET BUD ATIS 124.650 BUDAPEST (Ferihegy) 

15 | FRA1 VMT 127.600 FRANKFURT 1 VOLMET FRAATIS 118.025 FRANKFURT(Main) 

16 | FRA2 VMT 135.775 FRANKFURT 2 VOLMET GVAATIS 135.575 GENEVA(Cointrin) 

17 GVA VMT 126.800 GENEVA MET BROADCAST CPHATIS 122.750 COPENHAGEN(Kastrup) 
18 HEL VMT 128.400 HELSINKI VOLMET CPHATIS 122.850 COPENHAGEN (Kastrup) 
19 INN VMT 130.475 INNSBRUCK (NATIONAL VOLMET INNSBRUCK AUSTRIA) DUB ATIS 124.525 DUBLIN 

20 IST VMT 127.400 ISTANBUL(ATATURK MET BROADCAST) LGWATIS 136.525 LONDON(Gatwick) 

21 LPA VMT 126.200 LAS PALMAS VOLMET LHR ATIS 123.900 LONDON(Heathrow) 

22 LIS VMT 126.400 LISBON(LISBOA VOLMET. HELATIS 135.075 HELSINK|(Vantaa) 

23 |LON1 VMT 135.375 LONDON VOLMET(MAIN) INN ATIS 126.025 INNSBRUCK 

24 |LON2 VMT 128.600 LONDON VOLMET(SOUTH) IST ATIS 128.200 ISTANBUL (Ataturk) 

25 |LON3 VMT 126.600 LONDON VOLMET(NORTH FBUATIS 126.125 OSLO(Fornebu) 

26 MAD VMT 126.200 MADRID VOLMET CDGATIS 128.000 PARIS(Charles de Gaulle) 
27__|{MRS1 VMT 127.400 MARSEILLE RADIO ORY ATIS 126.500 PARIS(Orly) 
28 |MRS2 VMT 128.600 MARSEILLE RADIO. PRGATIS 122.150 PRAGUE(Ruzyne) 

29 MIL VMT 126.600 MILAN(MILANO VOLMET) FCOATIS 121.700 ROME (Fiumicino) 

30 | MOW VMT 127.875 MOSCOW VOLMET MAD ATIS 118.250 MADRID (Barajas) 

31 OSL VMT 128.600 OSLO VOLMET MRS ATIS 125.350 MARSEILLE(Provence) 

32 | PAR1 VMT 126.000 PARIS RADIO SVOATIS 126.375 MOSCOW(Sheremetievo) 
33 | PAR2 VMT 125.150 PARIS RADIO VKO ATIS 125.875 MOSCOW(Vnukovo) 

34 PRG VMT 128.600 PRAGUE VOLMET LED ATIS 127.400 ST. PETERBURG(Pulkovo) 
35 ROM VMT 126.000 ROME VOLMET SOF ATIS 124.050 SOFIA 

36 LED VMT 125.875 ST. PETERSBURG VOLMET ARN ATIS 119.000 STOCKHOLM(Arlanda) 

37 SOF VMT 126.600 SOFIA VOLMET ARN ATIS 121.625 STOCKHOLM(Arlanda) 
38 STO VMT 127.600 STOCKHOLM VOLMET TLV ATIS 132.500 TEL AVIV(Ben Gurion Int!) 
39 SDL VMT 127.800 SUNDSVALL VOLMET VIE ATIS 122.950 VIENNA(Schwechat) 
40 TLV VMT 126.800 TEL AVIV(BEN GURION RADIO WAW ATIS 120.450 WARSAW(Okecie) 
41 VIE VMT 126.000 VIENNA(VOLMET WIEN AUSTRIA ZRHATIS 128.525 ZURICH 
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to a VOR station 


Select a VOR station on your 
aeronautical chart and turn the 
DIAL selector knob (or enter 
the frequency directly with the 
keypad) to the frequency of the 
VOR station. 

. Select the “TO” flag when flying 
to the VOR station or select the 
“FROM” flag when flying away 
from the VOR station. 

. Press key, then press @ key 

to select CDI mode. 

The couse indicator shows “OFF” 

when the VOR signal can not 

received. 

Press key to change the 

“FROM’/“TO” icon size and The 

“COURSE INDICATOR’ display 

size. 


Field Programming Mode 


Press and hold in both the PTT 
switch and @ key, while turning 
the radio on. 

Select the desired frequency to 
be stored in the Book Memory. 
Press and hold in the @) key for 
2 seconds. 

Rotate the DIAL selector knob 
to select the desired memory 
channel number for storage. 
Press and hold in the @) key for 
3 seconds. 

To attach an alpha/numeric name 
(label) to the memory, proceed 
to the next step; otherwise press 
and hold in the @ key for 2 
seconds to save the entry and 
exit. 

To label a memory with an alpha/ 
numeric name, the next step is 
to use the DIAL selector knob to 
select any of the 125 available 
characters. 

Press the @ key repeatedly to 
recall the desired letter, number, 
and symbol in the first charactor 
slot (a >, 1 Q im Am @ ...). 
Press the @ key momentarily to 
select it and move on to the next 
character. 

After entering the entire name 
(eight characters maximum), 
press the @) key for 2 seconds to 
save all data for the channel. 
Turn the radio off, then turn the 
radio back on again to begin 
normal operation. 


Part 15.21: Changes or modifications to this device not expressly approved 


| by YAESU MUSEN could void the user’s authorization to operate this device. 
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